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(3)

(2)

(1)

(t is the temperature difference), i.e., the length of the rod measured.
at 10°C will be x = 120at smaller than its actual length.

225. The increase in the diameter caused by heating of the work­
piece is equal to a10 (t - to) = 3~.5 microns, t.e., it will exceed the
permissible errors. Corrections should be introduced.

226. Iron cylinder 28.3 cm and copper cylinder 18.3 em.
Solution. At any temperature the lengths of the iron and copper

cylinders will be .

11 = lot (1 + att), 12 = 102 (1 + a2t)

From the given conditions

1t - 12 = 10 and 101 - 102 = 10

It follows from (1) and (2) that

102 at

~=a2

The initial lengths of the cylinders should be inversely proportional
to the coefficients of linear expansion.

It follows from (3) and (2) that

10a2 10at
101= ,l02=--~

(X,2- a t a2- a t

r. 1+at
2'1.7. 10=lt 1+Pt =757.3 m~ Hg.
Solution. Since, frOID the given conditions, the scale has been

checked at O°C, then l1 = 760 graduations on the scale will correspond
to the length of the mercury column

l2 = 11 (1 + at)

The column of mercury of height l2 will set up a pressure P == y12,
where y is the specific gravity of mercury at a temperature t = 18°C.
At.O°C the same pressure will be built up by the mercury column of
height lo, such that P = yolo-

Since Y = 1~O~t the actual pressure expressed in millimetres of
the mercury column will at O°C be equal to

" 1+at
lo=~ l2=li 1+~t

228. V - Vo = t.t4 em",
N ate. The change in the total volume of a body being heated does

not depend on the presence of spaces inside the body and can be cal­
culated from the usual formula for volume expansion

V == V0 (1 + ~t)

where ~ is the coefficient of volume expansion.
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The volumes occupied by the vessel and the sphere will be the
same at all temperatures. The change in volume on heating will be

V - Vo = ~Vot

~i 3
229. Vl=~ Vo=8 Vo•
Note. See the solution to Problem 226.
230. P = ,\,Vo (~2 - P1) ~ o.i gf.
Solution. The volume of the vessel at O°C is

700
VO=--6 =51.5 cm3

13.

The volume of the vessel after heating by 10 is V1 == Vo (1 + ~1)'
The volume of the mercury after heating is V2 = Vo (1 + P2).
The volume and the weight of the mercury that flows out during

heating will be

V2 - Vi = Vo (~2 - ~t)

and

Fig. 244

])
IT~---

I I .
I I .

c: I

231. Solution. To answer these questions, consider the aerostatic
pressure produced by the columns of air at points A and B in the
mine (Fig. 244).

The total pressure at these points has
three components: (a) the pressure of the
air column lying above the level DDt and
the same for the points A and B; (b) the
pressure of columns CA and C1B. These pres­
sures will also be the same since the tem ...
peratures and therefore the densities of air
are identieal in these columns; (c) the pres­
sures built up by columns CD and C1D 1•

Assume that the temperature of the air
in the mine which is given as constant is
below the temperature outside in summer
and above that temperature in winter.

If this is the case, the temperature of the
air in summer in column CD will be higher
and its density lower than in column C1D t • For this reason the
pressure built up by column CtD i in summer will be higher than
the pressure created by column CD. A certain pressure difference
will exist between points A and B which will disturb the equilib­
rium of the air in the mine and will cause it to now from point B to
point A. In summer the air will enter the mouth of the mine lying
at a higher level and now out from the mouth at a lower level.

In winter the density of air in column CD and the pressure built­
up by this column will be larger than the density of air and the pres­
sure created by column ClD 1 and the air will therefore move in the re­
verse direction from point A to point B.

14-1218
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Fig. 245

232. Solution. In winter the air will enter the bottom gallery
and now out of the upper one. In summer the air will move in the
reverse direction.

The direction of the air motion will be determined by the ratio
of the pressures set up in the bottom gallery by the air columns AD
and Be (Fig. 245).

In winter the density of air in column AD and the pressure created
by it will be higher than the density of air and the pressure in column

CB. For this reason the air will move
.C from point A to point B.__rr:.~~~~

14. Quantity of Heat. Heat
Exchange

233. o-c,
29 1. - M- me (Vdo-m) ~ 64
~.. - q ~m -., g.

Solution. At the moment the piece
of iron is placed in the calorimeter the

density of the iron d = '; is related to

its density at OOC by the ratio d = 1~ t '

The known values d and do can be use! to determine the tempera­
ture of the iron:

do-d Vdo-m
t=~= ~m

where p is the coefficient of volume expansion of iron and m and V
are the mass and volume of the iron at the moment it is placed in the
calorimeter.

The amount of ice that melts can be found from the equation of
thermal equilibrium:

M= mGt
q

where q is the latent heat of fusion of ice.
t2

235. q = T; tOO = 533 cal.

236. -87 per cent of the original mass of water.
Solution. The heat necessary for evaporation can be obtained only

from the latent heat of fusion liberated when the water freezes. Upon
freezing of mt grams of water, mtqt calories of heat will be liberated
(9t is the latent heat of fusion of ice) which will form the amount of

mtq1 h· f •vapour m2 = -- were q2 IS the heat 0 evaporation at DOC. If m =92 .
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= ms + 1n2 is the mass of the water before pumping, the mass of
the ice praduced will be

m·t=-q_2- m
qt+q2

or -87 per cent of the original mass of water.

15. The Gas Laws

237 V Vo F· 246· 'F=="if;; see 19. ·

238 P Po . F· 247· T ==To' see 19. ·

239. See Fig. 248.
Solution. At any temperature a given mass of gas will create

a pressure which will increase, as the volume of the vessel containing
the gas decreases. When the gas is heated in the small vessel the pres-
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sure will increase faster than during heating in the large vessel. The
constant-volume line corresponding to the small volume will always
form a larger angle with the X-axis on the plot (P, T) than the con-
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Fig. 249 Fig. 250

stant-volume line that corresponds to the larger volume (Fig. 248).
240. See Fig. 249.
Solution. At a given temperature and a high pressure the gas will

occupy a smaller volume than at a small pressure although at the

14*
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same temperature. The higher the pressure at which the constant­
pressure process occurs, the smaller the angle fonned by the constant­
pressure line with the X-axis on the plot (V, T) (Fig. 249).

241. See Fig. 250.
The constant-temperature lines corresponding to the lower tempe­

ratures arrange themselves on the PV plot closer to the origin of Coor­
dinates.

242. See Figs 251, 252, 253.
243. See Figs 254, 255, 256.
244. See Figs 257, 258, 259.
245. To determine the temperature of the gas at the initial point 1,

at the final point 2 and at a certain point 9, draw constant-tempera­
ture lines (Fig. 260) through these points and detennine the ratio of
the temperatures at these points from the relative position of the
constant-temperature lines. The gas is heated in the section 1-9 and
cooled in the section 1-2.

246. The gas expands during heating.
Solution. In order to detennine the nature of change in the gas

volume during heating, draw constant-volume lines on the drawing

P I , ",/" ~, V '"I ~./ ./
I ./ / ,,-'

1--72 ?2 ~~
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/ ./
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Fig. 261 Fig. 262

passing through the initial and final points 1 and 2 (Fig. 261). Point 2
lies on the constant-volume line which is more sloping with respect
to the X -axis than the constant-volume line passing through point
1 and therefore (see the solution to Problem
239) the gas occupies a larger volume at point P
2 than at point 1. Heating was conducted
for an increasing volume of gas.

247• The pressure constantly dimin-
ishes. "

Solution. In order to solve the prob- ",;:.,..- T
lem, draw lines of constant pressure on Ollll";,,.--..-----.~---:--

which points 1 and 2 lie (Fig. 2~2). Po~nt . 263
1 lies on the constant-pressure Iine whlc.h Fig.
forms a smaller angle with the X-axIs
than the constant-pressure line passing through point 2 and .therefore
(see the solution to Problem 240) the gas IS present at ~olnt 1. ~t
a larger pressure than at point 2. Heating was conducted With a dimi­
nishing pressure of the gas.

248. See Fig. 263.
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Solution. At any given temperature, 2m grams of gas will produce
twice as great a pressure than m grams enclosed within the same
volume.

The constant-volume line for 2m grams of gas will be at a larger
angle with respect to the X-axis than the constant-volume line for m
grams, and

Fig. 264
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Solution. The coefficient of gas expansion ~ shows that the volume
of gas is increased by 1° during heating with respect to the volume-it
occupied at O°C on the temperature scale.

But O°C on Delil's scale corresponds to the boiling point of water.
For this reason, utilizing the usual definition of the coefficient of gas
expansion all the changes in volume should be referred to the volume
occupied by the gas at the boiling point of water.

d

'-"-----~T

Fig. 266 Fig. 267

Since 1 deg by Delil = +by centigrade scale and a Yo = 2~3 Yo =
1

=373 V t OO = at Vtoo, the coefficient of gas expansion on Delil's

cale will be

and the equation of Gay-Lussac's law may be written as

V = Vo(1 + GtDt) (1)

where Vois the volume occupied by the gas at 0° on Delil's scale and t
is the temperature in Delil's degrees.

If the change in the volume of gas is referred, as before, to the
volume occupied by the gas at the melting point of ice (i.e., as it is
commonly done when measuring temperature on the centigrade scale)
it will be necessary to:

(a) determine the coefficient of gas expansion as the number show­
ing the increase in the volume of the gas when it is heated by 1° on
Delil's scale with respect to the volume occupied by the gas at the
temperature -150° Delil;

(b) assume the coefficient aD as equal to

, 2 2 1 t
a D = "3a=3 273~ 410

In this case the equation of Gay-Lussac's law will take the form

v = V- f SO [1 + aD (t + 150)) (2)
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It is easy to see that equations (1) and (2) always produce the same
results when the volume of gas is calculated.

254. 21°C.
Solution. It follows directly from Gay-Lussac's law that

V2 110 0

T2 =1Ji Tt = 104 X 278~ 295 abs

where Vi and V2 are the volumes occupied by the gas in the device
before and after heating.

hV 2 .
255. p= V V 75 em Hg.

1- 2

256. P = 71 cm Hg.
257. 20.5 em.
258. h2 = 15.8 em.
Note. In this case Boyle's law equation will be

liP = h2 (P + h2 - l).

where l is the total length of the part of the tube projecting from the
mercury.

259. 0.96 of the initial volume.
Note. After submergence the air in the glass will be under a pres-

sure of P + ~ .
260. y = 600 mm Hg; x = 15 em.
Solution. The flow of mercury through the siphon will continue

as long as the pressure built up by the mercury at point C inside the
tube (Fig. 268) exceeds the atmo­
spheric pressure.

Assume tha t the mercury level
in the vessel has dropped by x em
and the pressure of the air in the
vessel becomes y em Hg.

The same pressure y will obvi­
-r--A' ously be established also in the
t:i tube at the level AA' corresponding
I to the free surface of the mercury

_l__ in the vessel.
The pressure P 1 produced by the

Fig mercury at point C at the exit'
· ...rom the tube will be formed from

the pressure y and the pressure
of the mercury column A "C == l - x, i.e., it will be equal to Pi ==
= Y + l - x where l is the initial height of the mercury level in the
vessel.

As the mercury level drops in the vessel, the pressure y and also
p! will diminish, and at the moment the flow of mercury ceases Pi
w.I11 be equal. to Po, where Po is the atmosp~eric pressure. Hence, the
arr pressure In the vessel at this moment WIll be

y = Po - (l - x) em Hg
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We are given that a pressure of Po and a volume of air proportional
to 1 were recorded in the vessel at the initial moment. The volume
of air at the moment the flow of mercury ceases will be proportional
to 1+ x;

It follows from Boyle's law that

Pol = y (l + x)
or

Pol = [Po - (l - x)] (l.+ x)

Introducing the values given and solving the equation for x we can
find the drop in the mercury level and the pressure in the vessel at
the moment the flow of mercury ceases.

261. x ~ 4.5 em.
Solution. Denoting the displacement of the mercury column by x,

the length of the tube occupied by the gas in each of its halves when
the tube is in a horizontal position by 10 and the pressures of the gas
in the upper and lower halves of the tube after it is placed vertically
by Pi and P 2 , we can write the equations of the change in the state
of gases in each half as follows:

loPo = (lo + x) Pi

loPo = (Lo - x) P 2

P 2 = Pi + b«

The solution of these equations will give us the required result.
T-To 1

262. x=l T+T
o

2 em; P= l-x Po= 1.05 atm.

Solution. Knowing that the masses of the gas are equal and taking
into account that after the piston is displaced by an amount x the
pressures will be the same in both parts of the cylinder, we may apply
Gay-Lussac's law and obtain the ratio

I-x l +x
--rr;-=-T-

from which

T-To
x==l T+To

263. Up to 663°C.
Note. When solving the problem bear in mind that the pressure in

the tube will be (75 - 5) em Hg before heating and (75 + 5) em I-Ig
after heating.

264. R ~ 1.9 cal/deg = 8.3 X 107 erg/deg.
Solution. One gram-molecule of any gas at To = 2730 abs and

a pressure of Po = 1 atm occupies a volume of Vo = 22.4 litres.
Therefore,

PoVo 22.4
R ==---ro = 273 Z.atm/deg = 0.82 l·atm/deg
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The answer can be obtained by simply changing the dimensions for
the different sys.tems of units.

265. Less work is required to immerse the vessel with an opening.
Solution. During the whole time the vessels are submerged the

one without an opening will be acted upon by a constant force F t =
= dV, where d is the specific gravity of the water and V is the volume
of the vessel. As the other vessel is immersed the water will flow into
it and compress the air it contains. Accordingly, the volume of the
water displaced by this vessel and the buoyancy F2 will diminish.
Therefore, the work done against this force will at any moment be less
than the work against the "force Ft.

266. Q = 1,904 cal.
Solution. The final temperature of the gas is determined from

Gay-Lussac's law
Vo V
r;=T

and the quantity of heat from the equation

Q = CpJ.t (T - To)

where fJ. is the molecular weight of oxygen.
267. A = P (V - Vo) = R.

Solution. The pressure acting on the gas is P = ; . If heating

the gas by 10 raises the piston to a height h the work done by the gas
will be

A = Gh = PSh

But Sh is equal to the increment in the gas volume (V - Yo) caused
by the rising piston. Hence,

A = P (V - Vo)

The equation of state of an ideal gas gives us the following equa­
tions:

p Vo = R To and P V = R (To + 1)

whence A = PV - PVo = R.
268. Q = 71 cal.
Solution. The heat taken from the heater will be expended on

increasing the temperature of the gas and doing work to raise the
piston.

The heating will increase the volume of the gas to

T
V=T; Vo= 11.651

The work done by the gas in this expansion (see the previous prob­
lem) will be

A = P (V - Yo) = 20 X 0.45 litre-atm = 9 kgf-m ~ 2t cal
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v

Fig. 269

16. Surface Tension

The quantity of heat used to heat the gas will be

Q = Cv (T - To) + A = 71 cal

269. The heat supplied to the gas is expended on doing external
work when the gas expands. .

270. During expansion at constant pressure.
Note. For all volumes from Vo to VI the gas pressure in the con­

stant-pressure process will be larger than in the constant-temperature
one (Fig. 269). Accordingly, the work done by the gas will also be
larger in the constant-temperature process (see the solution to Pro­
blem 267).

27r. The temperature of the gas will P
decrease because some of the internal
energy of the gas is converted into the
mechanical work during expansion. l{t--....---.....-

272. The surface tensions of the al- 0
cohols will be related to a, of water as
7.2 : 13 and 13.2 : 13; r ~ 0.2 mm.

273. Solution. From the moment the
(filling begins to the moment of time A .
Fig. 270) the water level will uniformly rise in the capillary tube

(curve I) and remain at the same level in the broad tube (curve II).

H D ~~

I I
I
I

:ht+-ho t
I
I
I t
D

Fig. 270 Fig. 271

The difference in the levels will constantly increase (Fig. 271).
At the moment of time A the difference in the levels will reach

2a
ho= -

gr

From this moment up to the moment of time B the levels in the
capillary and broad tube will rise with the same velocities while the
difference in the levels will remain constant and equal to hOe

At the moment of time B the water level in the capillary tube will
reach the end of the capillary and will stop at a height hi (Fig. 270).

From the moment B to the moment D the water level will contl­
nuously rise in the broad tube. The water level in the capillary will



220 ANSWERS AND SOLUTIONS

remain constant but the meniscus will change its shape from concave
of radius r (at the moment B) to a flat one (at the moment C) and then
to a convex one of radius r (at the moment D). The difference in the
levels in the section Be will decrease to zero and in the section CD
it will change its sign and will increase to hoe

At the moment D the water will begin to flow out of the capillary
tube and from this moment onwards all the levels will be constant.

The maximum height to which the water rises in the broad tube
is hi .+ hOe The maximum difference in the levels is hoe

274. The perpetuum mobile will not operate and the water will
not now out of the funnel.

As soon as the water enters the funnel the radius of curvature of
the meniscus will begin to increase and, correspondingly, the surface
tension will gradually diminish. The water in the funnel will only
reach the section with that radius R where the surface tension exactly
equalizes the weight of the water column h.

The radius of this section can be determined from the ratio

dg hr2
2nRa, == 1tr2dgh or R =~

275. The action of surface tension should in principle have an
effect on the position of the hydrometer.

In the case of the wetting agent the surface tension produces a
resultant which is directed upwards and is applied to the particles
of the liquid arranged near the hydrometer. By Newton's third law,
the tube of the hydrometer should be acted upon by a force of the same
magnitude directed downwards. The hydrometer should take up
a lower position than in the absence of surface tension.

The reduction in the surface tension after the ether is added must
cause the hydrometer to rise slightly, i.e., it must register a somewhat
higher density than before the ether is added.

276. r ~ 1.5 rom.
Note. The surface tension acts on the external and internal surfaces

of the tube. Considering that the walls are thin and assuming to
a first approximation that the radii of curvature of the liquid surfaces
near the walls of the capillary are the same in size both outside and
inside the tube the forces acting on the internal and external surfaces
of the tube may also be considered the same. The force acting on the
internal surface is equal to the weight of the water raised into the
capillary by the surface tension, while the change in the weight of the
capillary is equal to twice the weight of this water.

Hence,
p

r==-­
4na,

.277. Solution. Mercury' effectively wets pure lead. Tightly fitted
sheets of lead form fine capillary ducts and slits through which mercury
IS raised by the action of surface tension just like water in glass capil­
lary tubes.

'278. F = 2al = 480 dyn ~ 0.5 gf; A = FS = 960 erg.
Solution. When the surface of the film is expanded the work done
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I. I

-+1Z~

Fig. 272

ho ho 21Ca2
U=mg-=dg:tr2ko-m--2 2 dg

by the external mechanical forces will be converted into the potential
energy of the liquid film associated with its surface tension. This
energy is known as the surface energy. When the surface of the film
is reduced the surface energy is decreased and is converted into the
work of surface tension and then into other kinds of energy: the
potential energy of the forces holding the movable side of the frame
and the thermal energy.

279. The frame will be acted upon during the first moments by
a force F = (at - (2) l (Fig. 272) where at and CX2 are the surface
tensions of the water and the soap film. The frame
will begin to move in the direction of the force F. F

280. Solution. The water will not pour out
if: (a) the sieve is made of a water repellent
material; (b) if the height of the water layer in
the sieve does not exceed

2a,
hO==-d ~3 emgr

If the height of the sieve is less than hothe
water can be drained; when the height is larger
than ho, then, if the sieve is inclined, a layer of wa­
ter deeper than ho forms near. its lower edge and
the water begins to seep through the meshes of the
sieve.

281. It cannot. While calculating the loss in weight, a correction
should be introduced for the action of surface tension.

Solution. A force F = 2:tra is exerted by the walls of the capillary
on the liquid. According to Newton's third law, a force of the same
magnitude but in the opposite direction will be exerted by the liquid
on the capillary. The loss of weight in the case of the wetting. agent
will be less than the loss calculated by Archimedes law and larger
in the case of a non-wetting agent.

282. Solution. The height to which the liquid rises in the capilla-

ry is ho = d
2a

. The work done by surface tension in this case isgr

A = Fho = ~:2.The potential energy of the liquid raised in the

capillary is

or
A

U=T

Only half of the work done by surface tension is converted into
the potential energy of the liquid. The other' half is expended on the
work against the forces of friction and is converted into heat. If there
were no viscosity and friction against the walls, the liquid level would
perform harmonic oscillations in the capillary with the height ko as
the position of equilibrium.
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283. Fat is soaked into the paper faster because the capillary
ducts in unsized paper are much smaller than in the fabric.

APr
284. a=-2- ~ 70 dyn/cm.

Solution. The additional pressure produced in the bubbles of air
inside the liquid by surface tension can be found from the following
aimpIe reasoning.

When the end of the capillary touches the surface of the liquid the

latter will rise in the capillary to a height h = d
2a

under the action of
gr

a surface tension F = 2nra directed upwards. In this case the force F
is equalized by the weight of the liquid column.

If an add i tional pressure

AP=.!....= 2nra = 2a_
S 1tr2 r

is set up in the capillary above the surface of the liquid (8 = nr2

is the cross-sectional area of the capillary) the action of surface tension
will be completely balanced by the excess pressure of the air in the
capillary while the weight of the liquid column in the capillary will
remain unequalized. Therefore, the level of the liquid in the capillary
should go down to the initial height and a bubble of air-a hemisphere
of radius R equal to the radius of the capillary r-will form at the
end of the tube. The required pressure in the bubble will be

L\P-~ (1)-R

where R is the radius of the bubble.
It can be shown that this expression always determines the excess

pressure built up by the surface tension in closed bubbles inside
a liquid.

Formula (1) shows that the pressure in the bubble diminishes as
the radius of the bubble increases. The formation of a bubble at the
end of the capillary proves that the minimum radius of the bubble
is equal to the radius of the capillary.

Therefore, when a is calculated from the data in the problem the
radius of the capillary should be inserted, instead of R t in the calcu..
lation formula

APR
a=-2-

2a. rf- r 2
285. L\P=--- ~ 3.6 mm Hg.

g ri r2

The pump should be connected to the narrow capillary.
Solution. Let us denote the heights of the mercury levels before

the air is pumped out by hi and h2 •

The mercury in the tube will be in equilibrium if the pressures
produced by the columns of mercury on the two sides are equal in
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or

the cross section A B (Fig. 273). The total pressure in the cross section
AB is composed on each side of the pressure gh (mm Hg) created by
~he weight of the mercury column and -the pressure produced by surface
tension and equal to

~ =2:~=~ '1

1For this reason the condition of equilibrium
may be written as:

~ ~ ~
gh1+ -~gh2+-. 1T{ r2

ht-h2=2a (.!-._.!.) =2a(. Tt-T2)
g T2 Tt g T1TZ

The pressure difference of the air should Fig. 273
compensate for this difference in the heights
of the mercury columns, i.e ., it should be equaltin mm Hg) to

2a Tt-T2
AP=ht - h2= - - -e rtT2

4a
286. h=- ~ 3 em.

gT
Solution. The column of water in the tubeplaced vertically will

be held by two menisci, an upper and a lower one (Fig. 274), each
acting on the water with a force F = 2"'ra. Therefore, the height of

the column of water left in the tube can be determined from
the equation

nrtgh = 2F = 4n1U

Pork
287. Z 2 d h+h ~ 552 em.a- gT
Solution. After rising to a height h in the tube the

water will compress the air contained in it and produce
an excess pressure liP which can be calculated by Boyle's
law and will be equal to

Poh
Fig. 274 AP=P-Po=r=h

The pressure Pi = ~ produced by surface tension should in our
r

case balance the sum of the pressures created by the weight of the
water column and by the air compressed in the capillary, Le., the
following equality should hold

2a Poh . .
-r-=l_h+dgh (d IS the density of water)

from which the formula for l can be calculated.
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17. Humidity of Air

288. If the atmospheric pressure is H em of water, the saturated
vapour pressure should be not less than H -h em of water column
for the first bubble filled with saturated water vapours to fonn near
the bottom of the test-tube. Therefore, as soon as heating begins, when
the temperature of the water is still low and the saturated vapour pres­
sure is less than H -h, the water will fill the entire test-tube. When
the temperature T < 100°C which corresponds to a saturated vapour
pressure for water equal to H -h, the water level will draw away from
the bottom of the test-tube. Upon further heating, as the temperature
and the saturated vapour pressure grow, the water level will sink in
the test-tube and at 100°C will take the same position as the level of
the water in the glass.

289. The relative humidity is 48.6 per cent and the absolute humi-
dity is 8.42 g/m3•

290. When the temperature is increased.
291. There will be no dew.
Note. It follows from the fact that both the masses of the air

being mixed and their heat capacities are equal, after mixing the
temperature of the mixture will be 15°C. The proportionality of
the saturated vapour pressure to the temperature shows that the satu­
rated vapour pressure at 15°C will be equal to .13mm Hg. The absolute
humidities at 10, 15 and 20°C will be 9, 13 and 17 g/ms, respectively.
The surplus amount of water vapour in the air at 15°C will be equal
to 9 + 17 -°2 X 13 = 0.'

292. 2.87 per cent.
293. 8.64 g.

Chapter III

ELECTRICITY

18. Coulomb's Law

294. F = 9.2 X 108 ete2 •
r2

295. F = 2.3 X to-a dyne

VZe2
296. v = -. For hydrogen v=1.59XfOS eml«.mr
Note. The electrostatic interaction of the electron with the nucleus

should generate the necessary centripetal acceleration, i.e., according
to Newton's second law:

Ze2 °mv2

-;2=-r-
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297. At a distance of l/3 from the smaller charge. The equilibrium
will be stable during longitudinal displacements, if the charge q is
positive and unstable if q is negative.

Note. In order to determine the nature of equilibrium consider the
forces arising for a small displacement of the charge q from the posi­
tion of equilibrium.

298. The negative charge q = : e should be placed at a distance

: from the charge e. In this case the sum of the forces acting on each

charge in the system will be equal to zero.
299. The test charge should be placed at a distance a == l (1 + V2')

behind the positive charge. The equilibrium will be stable.
Solution. The position of equilibrium can be detemnned from the

equation

!!L == 2eq
a2 (l +a)2

The nature of equilibrium can be found if we consider the forces pro­
duced for small displacements of the charge q from the position of
equilibrium.

When the charge q is displaced from the position of equilibrium
the relative change in the distance from the charge +e will always
be larger than the relative change in the distance from the charge -2e.

In other words, if the charge q is moved a distance x from the posi­
tion of equilibrium towards the system of charges, then

1 1
(a-x)2 > [(l+a)-x]2

Therefore, when the charge q approaches the charge e, the forces
of repulsion created by the charge e increase by a greater magnitude
than the forces of attraction produced by the charge -2e, and the
resultant appears which returns the unit charge q to the position of
equilibrium. When the charge q is moved away from the charge e,
the forces of repulsion will for the same reasons diminish faster than
the forces of attraction. The resultant will be directed towards the
system of the charges, i.e., it will again return the charge to the posi­
tion of equilibrium.

The equilibrium will be stable.
The curve showing the dependence of the force acting on the charge

q on the distance from the charge +e can be plotted qualitatively
if we reason as follows.

If the charge q is moved closer to the charge e from the position
of equilibrium, the difference in the relative change in the eff~ct of
the charges e and -2e will become greater and greater and, accordIngly,
the force of repulsion acting on the charge q, as it approaches the sys­
tem, will increase continuously and very rapidly (Fig. 275). As ~~e
charge q is being moved out of the system from the position of equili­
brium the difference in the relative change in the effect of the charges
e and -2e will becom-e less and the forces built up by these charges
will rapidly diminish at the same time.

15-1218
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Therefore, when the charge q is moved out of the system from the
position of equilibrium the force of attraction at first increases (the
difference in the relative change of the distances is more pronounced
than the decrease in the forces) and then, from a certain distance b
onwards, diminishes and rapidly approaches zero. (The difference in

tile relative change in the dis-
F tances becomes insignificantly small

and the principal part is played
by the decrease in each of the

forces of repulsion forces produced by the charges e
and -2e.)

300. q = 2.6 X 10-3 cgs elec­
trostatic units.

Note. The magnitude of the
7" charges can be determined from

-1'.:TU-V--:-----====--.... the equation

q2 m2
fortes 01attraction - - 'V -r2 - r 2

Fig. 275 from which we get q = m VV
where y = 6.66 X 10-8 cm3/g.s'A

is the gravitational consant,
3Ot. Before the balls are connected they interact with a force

F = 1 dyn and after they are connected with a force equal to F2 ~
~ t.6 dyne After connection the charges on the balls will be the same
and equal to 12.5 cgs electrostatic units.

Note. When the balls are connected by a wire the charges will be
distributed equally between the balls.

302. et = 8 cgs electrostatic units and e2 = -2 cgs electrostatic
units.

Solution, The force of interaction of the balls before they are con-
nected is

F
ete2

t=T

and after connection the charge of each ball will become et t e2and the

force of interaction to

Hence,
ete2 = F i Z2

et+ e2= 2ZY F2

Solving these equations we get

et=Z(VF;'+YF2 - Ft )= 8 ega electrostatic units

e2 = 1(yF2 - YF2 - Ft)~ -2 cgs electrostatic units
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Tn!!

When inserting the numerical data, remember that the forces of
attraction and repulsion have opposite signs.

303. e = l -Vmg tan ex ~ 180 cgs electrostatic units.

Solution. The force of interaction between the charges F1 = e
2

l2
should equalize the resultant of the forces of gravity and the tension
in the thread (Fig. 276) equal to F2 =
== mg tan cx.

The value of e can be found from the
equality Ft == F2 • \

304. The balls will first go down, touch \
each other and then move apart a \

\
di b a \istance = V4 · \
h Solution. Le~bS l1ebote the charge and : \~'

t e mass of eac a efore contact by e F; IF
2

".. ~

and m, and the length of the threads ~"".;v"/*- Z--- :.> ~
by L., IN

Since L ~ a-and L ~ b, we may write
the condition of equilibrium o! the balls
before contact (see the solution to Pro­
blem 303):

e2 a
(i2=mg tan et=rng U Fig. 276

Fig. 277

a.
/

i
r,!
/
/....- .

?,..../.....- J
~...J ..,

,."

b=~
Vi

305. e=2l sin ~ Vmgsin ~ ·

Solution. The deflected thread will
be acted upon by the weight F t = mg
acting through the centre of gravity of
the thread and the force of interaction

of the charges F2= :: (Fig. 277) acting

on the end of the thread. The thread will be in equilibrium when
the sum of the moments of these forces is equal to zero.

I t follows from simple geometrical considerations that:

the moment of force Ft is equal to m:l sin ex;

On contact the charge e still remaining on one of the balls will be
equally distributed between both balls and the condition for the new

equilibrium of the balls will be

e2 b e2b
4b2 =mg tan p=mg u==Ci3

Hence,
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e21 ex
the moment of force F 2 is equal to -;2 cosT ;

or t since a = 2l sin ~ t the moment of the force F2 will be
a

e2 cot T
4f--:-a

slnT

The condition for equilibrium will take the form
a

1 2 cot-2mg. e
-2- SIna=4f~

slnT"
Hence,

3

+8

a

2

a
+e

f

2l . ex ~ / • a
e= SID 2 V mg slnT

306 •. The like charges will act with a force F i = r~ 1/3 = 0.02 dyn

in the direction of the perpendicular to .the line connecting the first

~
F, ~

I \,

\ .....~IIP+------~,
e . -;fi
/'. V

" ! "I , \

" I \, I \
0--+--(;)
+f/ i ±fl

Fig. 278 Fig. 279

two charges. The unlike charges will act with a force F2 = r~ ~

~ 0.01 dyn directed parallel to the line connecting the charges q
(Fig. ~78).

307. The negative charge q = : (1 + 2 1/2); the equilibrium
of the system will be unstable.

Solution. Each charge at the four corners of the square is acted
e2

upon by four forces (Fig. 279): two forces F i = F2 = liZ set up by the
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e2
charges at corners 1 and 2; the force Fa = 2a2 set up by the charge at

2qe
corner 9; and the force F" = (i2 produced by the charge q,

For equilibrium. to be established the geometrical sum of these
forces should be equal to zero t i.e., .

2qe e2 V2e2

7=2a2+-a-

Hence,

q= : (1+2 V2)

In order to determine the nature of the equilibrium of the system
it is enough to impart a small displacement to one of the charges and
estimate the change in the magni- 1:
tude of the forces produced by the ~F;
other charges.

For the sake of simplicity, let us F6 ----____ 2
consider a small displacement s of's -------.:::=
one of the charges +e along the dia- \ I ~ /
gonal in the direction from the centre \ I', //
of the square (Fig. 280). \ I "//

Since the distance from this charge \ I ~
to the charge q is the smallest, the \I /-q',
displacement s will cause a much \1 // ",
larger relative change in the distance \ // -,
to the charge q than the relative f 3
change of the distances to the other
charges. Therefore, the displacement Fig. 280
s will decrease the force Ffa more than
the forces Ff, F2 and Fa. Moreover, the displacement s will decrease
the angle between the forces F{ and F2 produced by the charges 1
and 2. This reduction in the angle will slightly increase the resultant
of the forces F1 and F2.

Thus, with the charge in the new position the force F, will delibe­
rately be smaller than the geometrical sum of.the forces F t + F2 + Fa.

In this new position the charge will be acted upon by the resultant
directed away from the position of equilibrium.

19. Electric Field. Field Intensity

308. E = 1. X 10-4 cgs electrostatic units = 0.03 V/cm.

O 2e
309. E = ;. V = - = 24 V.

a
Note. In order to solve the problem, use the principle of independ­

ent action of electric fields. The intensity of the field at the point A
is equal to the geometrical sum of the intensities of the fields set up
by each charge. The potential at the point A will be equal to the sum
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of the potentials that. would be established at this point by each charge
separately.

Vi q
310. Eo=O; EA=T R2 ·

Solution. The charge will be uniformly distributed along the entire
ring. Each unit of tjle ring length will accommodate a charge

«s.:s;
2nR

The intensity of the field set up by the charged ring at each point
in space will be the geometrical sum of the intensities produced by
the separate elements of the ring.

Fig. 282

Each element of the ring of length li will carry a charge ali (Fig. 281)

and establish an intensity E1 = ~: at the point O. The symmetrically

arranged element l2 will produce an intensity E 2 of the same magnitude
.but in the opposite direction. Therefore, when the intensities are
summed up over all elements of the ring they are mutually compensated
and the total intensity of the field in the centre of the ring will be zero.

The element II at the point A (Fig. 282) will set up an intensity

E 1 = ;~2 directed at an angle r.t = 45° to the axis of the ring.

At this point the element l2 establishes an intensity E 2 = 2~: •

When the Intensities of these elements of the ring are added the
SUD1 will include only the projections of the vectors E t and E 2 on the
axis of the ring. In exactly the same ,yay the rrojections of the inten­
sity vectors created by all the other elements 0 the ring will be includ­
ed in pairs.

For this reason the intensity vector at the point A will be equal to
a2nR q V2

EA=~cosct= 4R2

31t. The leaves of the electroscope will be deflected through diffe­
rent distances. The maximum deflection will be observed when the
charge is transferred from the point A, the minimum one during trans-
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Fig. 283

+
+
+
+
+
+~--+--1~~
+
+
+
+
+
+

fer. from the point B and the one equal to zero after the contact at the
point c.

Note. When the charges are transferred to the electroscope by the
method described in the problem the divergence of the leaves of the
electroscope is proportional to the density of charge distribution at
the points of contact of the ball. The charges will be distributed on the
surface so that their density is
higher at the points on the sur­
face having a greater curvature and
lower at the points with a smal­
ler curvature. The curvature and,
therefore, the density of the
charge is larger at the point A than
at the point B.

Sf2. See Fi~. 283. The ball
will have induced negative charges
on the side of the positive plate
and positive charges on the side
of the negative plate.

The lines of force will be per­
pendicular to the surface of the
ball.

The distortions in the shape and
arrangement of the lines of force
are caused by the fact that the field of the capacitor is superposed by
the electric field of the charges induced on the surface of the ball.

3t4. (a) A field will exist inside and outside the sphere.
(b) A negative charge will appear on the internal surface of the

sphere and a positive charge on the external surface.
(c) The electric field inside the sphere will change.
(d) Only the electric field outside the sphere will change.
3t5. The charge will be distributed on the external surface of the

snhere. The intensity of the field inside the sphere will be zero. An
electric field similar to the field of the point charge e situated at the
centre of the sphere will be setup outside the sphere,

316. The plates will begin to move apart due to the interaction
of the point charges with the charges induced on each plate (Fig. 284).

317. See Fig. 285. The density of the induced charges will diminish
from A to B on the surface of the plates facing the point charges.
Induced charges of opposite sign will be distributed uniformly on the
internal surfaces of the plates.

~ 2~
318. (a) 0; "3; "3; ~.

(b) The potentials will be 0, ~ , ~, 'I. In the spaces 1, 2, and

9, 4 the intensity of the field will increase, and in the space 2, 9 it
will become zero. The charges on plates 1 and 4 will increase·.

(c) Plate 2 will have a positive charge and plate 3 a negative one.
eE

319. a=- =0.5 cm/82•
m
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Note. The force acting on the charge in the electric field will be
F = eE. Newton's second law equation for the motion of a charge will
take the form eE = ma,

+

- + - +

Fig. 284 Fig. 285

Fig. 286

320. Parabola; h = 2.8 rom.
Solution. The intensity of the field inside the capacitor will be

E=£..
d

The -electron will be acted 'upon in a vertical direction by the force

F = eE = e ~ (Fig. 286) which produces a vertical acceleration of

the electron equal to

F e V
a=m=md

The equations of motion of the
electron are:

in the horizontal direction

l = vt

in the vertical direction

h=.at
2
=~~~

2 TIt d 2

The electron will move as a body thrown horizontally above the
surface of the Earth,

The vertical displacement of the electron at the moment it escapes
from the capaci tor will be

e V l2
h=---=2.8 mm

m d 2v2
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32f. E = mg ~ 10 cgs electrostatic units ~ 3,000 V/cro.e .

I l r
322. (a) T=2n V e; (b) T=2",V --e-

g+-E g--Em m

233

Solution. If a charge +e is placed on the ball and the upper plate
is charged positively the ball will be acted upon in a vertical direction
not only by the force of gravity mg but by the force eE, where E is
the intensity of the electric field of the capacitor. This additional force
will change the acceleration of free fall of the ball in the capacitor.
The magnitude of this acceleration can be determined from Newton's
second law equation

mg' == mg + eE
and will be equal to

e .
g'==g+-E

m

Introducing this value of g' into the formula for the period of
oscillations of the pendulum we find that the period of oscillations
decreases in the first case and increases in the second.

Ti-T~ 3 T¥g
323. F == Ti mg == 3mg== st: 1== 4n2 ==9.8 cm;

Ta=2:t V2~

Solution. The period of oscillations of the ball in the absence of
the field is

Tt=2:t V ; (1)

The period of oscillations after the ball and the capacitor have
been charged (see the solution to the previous problem) will be

T 2=2:t ' / 1 F (2)

Vg+-m
Since T2 < Tit the upper plate of the capacitor and the ball had
charges of the same sign.

Squaring (1) and (2) and solving them for F we obtain

1 2 T2
F== 1 - 2 mg=3mg

T~

Since the force of electric interaction of the ball with the plates
of the capacitor is larger than the force of gravity, the position of
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equilibrium of the ball will change when the sign of the charge is
changed.

The roint A corresponding to the position of equilibrium of the
ball wil arrange itself above the point of suspension 0 (Fig. 287).
The free fall acceleration of the ball under the simultaneous action
of the force of gravity and the force produced by the electric field
will be directed upwards and equal to

,F 2g =--g= g
m

cz·,
i
i
i
I

mgl
I

Fig. 288Fig. 287

Therefore, the period of oscillations of the ball about the point A
will be

T3=2'1: -V l =2'1:.,1' l
!...._g 2g
m

324. The position of equilibrium of the ball will change and the
.period of oscillations will diminish.

Solution. If the mass of the ball is m, its charge +e and the inten­
sity of the field in the capacitor E, and the ball is in equilibrium, the
thread will make such an angle ex, with the vertical line (Fig. 288) that

eE
tana,=-

mg

The free fall acceleration of the ball can be determined from Newton's
second law equation

mg' = -V(mg)2+(eE)2
and will be equal to

g' -V(mg)~+(eE)2 V g2+ (~)2

Hence, the period of oscillations of the pendulum will be

T = 2rc V l, = 2'1: , f -V l

g V g2+(:)2
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325. q ~ 5.9 X 106 coulombs.
Note. To solve the problem, use the expression for the intensity

of the field of a point charge E = r; , from which we have q = Er2.

20. Work done by Forces in an Electrostatic Field.
Potential

326. lJ = 32,600 km/s,
Solution. When the electron moves the work done by the forces

of the electric field will be

A = Fd = eEd

According to the law of conservation of energy, the following must
be true:

Hence,

-. /2eEd
v= V --m=3.26 X 109 etal»

V
327. d=-=5 em.

E
328. a = 8 X 10- 3 cgs electrostatic units.
Solution. The charged metal sphere creates in external space the

same electric field as would be set up by a point charge q placed in
its centre. The potential at any point in such a field is

q
V=lf

Hence, the charge on the sphere q = VR and the charge density on
the surface of the sphere is

q V 1 1 t . .
G= 4nR2 = 4nR 12.56 X 10 cgs e ec rostatic units

329. v= 300 V and 150 V.
Solution. The principle of independent action of electric fields

makes it possible to calculate the potential at any point in the field
established by a system of point charges as the sum of the potentials
set up by each charge separately

et e2 '
V=Vt+V2 == - + - = 300 V
. rt r2

When a dielectric is introduced' the potentials at all the points
in the field will be reduced B times.

330. A = q (VB - VA) = 270 ergs.
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33t. q1 = +10.25 cgs electrostatic units; q2 = -10.25 cgs electro­
static units.

Solution. In order to solve the problem, use the principle of the
independent action of electric fields.

The potential of the first ball Vi is the sum of two potentials: the

potential established by the charge on one ball and equal to ~1 and

the potential set up by the charge on the second ball and equal to~
a

(knowing that r ~ a).
Thus,

Similarly,

Solving these equations for qi and q2 we' find that

Utilizing r2 ~ a2 , we can simplify these expressions and obtain
for the magnitude of the charges:

r r
qt= -a (rV2-aVt) , q2== --a (rVt-aV2)

332. Outside the spheres E = q +2 Q and V = q + Q ; inside the
r r

large sphere E = q2 and V ==L+~; inside the small sphere E = 0
r r b

and V=: + ~ .
Solution. To solve the problem, use the fact that the charge distri­

buted on the surface of the sphere produces outside the sfhere a field
similar to that of a point charge situated at the centre 0 the sphere.

Outside both spheres the charge Q produces an intensity E Q = ~

and a potential VQ = ~ ; the charge q establishes an intensity Eq =

= .{ and a potential Vq == .!l.. , and therefore, on the basis of the prin-r r
ciple of independent action of electric fields the intensity and the
potential of the field outside the spheres will be

E=.£..+.i...= Q+q and V= Q+q
r2 r 2 r 2 r
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Inside the large sphere the intensity of the field established by
the charge Q is zero, and the potential in the field set uQby this charge

will be the same at all points and equal to VQ = b ; the charge q

sets up at these points an intensity Eq = ~ and a potential Vq = .!l...
r r

and therefore the total intensity in the space between the spheres is

E = EQ + Eq = r; and the potential V = VQ + Vq = ; + ~ .
Correspondingly, the intensity of the fields of both charges inside

the small sphere will be zero and the potentials constant, i.e., EQ =
E q= 0 and E = 0,

Q q Q q
VQ=-' Vq = - and V=-b+-b a a

333. Q = 83 cgs electrostatic units. .
Solution. Since, as is given in the problem, the charge is distri­

buted with the same density CJ on the surface of both spheres the charge
on the external sphere will be ql = 4nR2CJ and on the internal one
q2 = 4nr!CJ, and the required charge will be Q = qt + q2.

The work needed to transfer one positive unit of electricity to the
common centre of the spheres is numerically equal to the potential V
at. this centre. As in the solution of Problem 332 we shall have

v=~+qr2

After inserting the values of ql and q2 we shall obtain the expression
for the charge density

v
CJ=4n (R +r)

for qt and q2, respectively,
R2V r2Ji

q1= R+r and q2= R+r

and, finally, for Q:
r2 + R2

Q= r+R V

. 334. Vi = Ed = 1,500 V; V2 = E (d - 1) = 1,200 V.
Note. The introduction of the metal bar removes the electric

field iI1 the entire volume occupied by the bar. When a unit charge is
transferred from one capacitor plate to the other the electric field w.ill
only do work over the path (d - 1) and, correspondingly, the potential
difference between the plates will drop to V2 = E (d - 1) after the
bar is introduced.

335. The leaves will all the time be deflected by the same angle.
Note. When the electroscope is charged as described in the problem
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its readings will be proportional to the potential on the surface of the
body. But since the potentials at all the points on the surface of the
conductor are the same in an electrostatic field the divergence of the

leaves of the electroscope will also be the same for
all the points. ..

336. See Fig. 289. The lines of force are every...
where perpendicular to the equipotential surfaces in
the direction of decreasing potential. The intensity
of the field is higher where the equipotential sur­
faces are closer to each other.

337. A = O.
Solution. The 'York done duing motion along

straight lines 2, 3 and 4, 1 is equal to zero since
Fig. 289 the Iorce F = qE is perpendicular to the direction

of motion (Fig. 290).
The work done by the force F.. in the sections 1, 2 and at 4 is equal

in magnitude but opposite in sign. Therefore, the work done over
the entire closed circuit will be zero. This result is true for all electro­
static fields and closed circuits of any shape.

8

lJ C
Fig. 291

A -
..e

Fig. 290

1\--
1 ;II 2 ~

-_.------~

4 3
~

+
+
+
+
+
+

338. Solution. To prove this, calculate the work done by the
electric forces when the charge q moves in a closed rectangular circuit
ABeD (Fig. 291).

Since the lines of force are parallel the intensity of the field E
along each line of force is constant.

As there are fewer lines of force in the section A B than in the
section CD, the intensity of the field E i and, hence, the work A 1 done
to move the charge in the section A B will of necessity be smaller in
magnitude than the intensity E 2 and the work A 2 in the section CD.

The work done for motion in the sections BC and DA will be zero
since the vector E is perpendicular to the direction of motion of the
charge. .

Therefore, the work done over the entire closed circuit A BCD
equal to A i-A 2 will not be zero.

Since the work done by the electric forces in an electrostatic field
is always equal to zero in any closed circuit the result obtained is
incompatible with the basic properties of electrostatic fields and the
field described in the problem cannot exist.

339. Solution. To prove this, calculate the work done by electric
forces in a circuit ABeD (Fig. 292) enclosed by the sections of the radii
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Fig. 293

AD and Be and the arcs of the circles AB and CD coinciding with
the respective lines of force.

Since the lines of force are parallel the intensity of the field E t
is constant on the line AB and that of the field E 2 on the line CD.

The work in the section AB will be equal to
EtRa, in the section CD to E2ra and in the sec­
tions AD and BC to zero (the vector E is perpen­
dicular to the direction of motion of the charge).

As the work done by electric forces in a closed
circuit in an electrostatic field is always equal to
zero (see Problems 337, 338) we have

E1Ra - E2ra = 0
or

s, r
E

2
= ]f

which was required to be proved.

21. Electric Field in a Dielectric

340. See Fig. 293. The sharp change in the number of the lines
of force, as the boundary of the dielectric is passed, can be explained

by the action of the polarizing
charges set up on the boundar..'
ies of the dielectrics in electric
fields.

341. Et=~=O.t cgs elec­srl

trostatie unit; E 2= .-i- =
T.

= 0.075 cgs electrostatic unit.
e-i

342. q' = -- q; 0' =
e

e-t
=--0.

8
Solutton: If there were no

dielectric around the ball, it
would set up a field with an
intensity

q
E t =T2

When a dielectric is present a field of intensity
q

E 2 = £r2

will he generated.
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.The difference E = E 1 - E 2 = q2 8-1 is obviously equal to
r E

the intensity produced by the polarizing charges q' appearing near the
charged body (Fig. 294). Since these charges are also distributed

uniformly over the surface of the
ball it may be assumed that

q'
E=-,:2

Comparing the expressions ob­
tained for E we find that

e-1
q'=--q

E

The surface density of the po­
larizing charges 0' will obviously
be equal to

, q' 8-1 q B-1
(J = 41tR2 = -8- 4nR2 = -e- CJ

Fig. 294 where 8 is the density of dis
tribution of the charge q on the ball.

V d
343. b=a E (d-d

o)
; b < a.

Solution. Whenthe balls are immersed in the oil they will be acted

upon by their weight mg and the buoyancy-mg d; which will pro­

d-doduce the resultant mg -d- .

The electric interaction of the charges on the balls will be e~: .
The condition for equilibrium of the balls may be .written as

d-do e2

mg-d- tan cx= eb2

(the solution is the same as in Problems 303, 304).
Since

b
tan a= 2L

and

mga3

L= 2e2

(1)
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(from the solution of Problem 304) and introducing these values into
equation (1) and cancelling mg and e, we get

3V db=a
E (d-do)

22. Capacitance and Capacitors

344. Ql = Z~=3.2 egs electrostatic units;

Q2= ~:~ =7 cgs electrostatic units.

N ole. In the first ease the magnitude of the charge on the plates
will remain constant when the oil is poured in; the capacitance of the
capacitor will increase 8 times and, accordingly, the potential diffe­
rence between the plates and the field intensity in the capacitor will
also become e times smaller.

In the second case, when the oil is poured in, the charge on the
plates will increase e times due to the increase in the capacitance,
but the potential difference and the intensity of the field will not
change.

345. Solution. If one of the bodies carries a charge q and the other
body sets up a field intensity E at the point where the first body is
situated, the force acting on the first body will be equal to F = qE.

Since the potentials of the conductors are maintained constant
then, when the dielectric is 'poured in, the intensity of the field E
set up by each body should also remain constant at all points. On the
other hand, when the bodies are placed in a dielectric their capaci­
tance will increase e times. Therefore, if the potentials care to bekept
constant, the charges on the bodies should also be increased e times.

If q is the charge on the first body In the air, it should become eq
after the bodies are placed in the dielectric and the interaction between
the bodies will be F2 = eqE = eFi where F i = qE is the force acting
on the body in the air.

346. In the first case the force will diminish in proportion to 1/s
and in the second it will increase in proportion to B.

Solution. If the magnitude of the charges q remains unchanged,
the intensity of the field E will diminish e times when the dielectric

is changed, i.e., E 2 = E 1 • Accordingly, the force equal to F = qE
e

acting on each ball will be decreased e times.
Second case. See the solution to Problem- 345.
347. The charges will move from the first ball to the second; qi ­

- Ql ~ 7 cgs electrostatic units; V = 2.6 cgs electrostatic units;
Qt = 13 cgs electrostatic units and Q2 = 27 cgs electrostatic units
(Ql and 02 are the charges of the balls after they are connected).

16-1218
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Solution. To solve the problem, determine the potentials of each
ball. Since the balls are a long way apart it may be assumed that

Vt=.i!.. and v2= k
r R

since Vi > V2 the charges will move onto the second ball. The motion
of the charges will cease when the potentials of the balls become the
same. The following equalities will then hold

V= ~t = ~2 , Qt+Q2=Qt+qz

Hence, the charge on the first. ball Q1 will be

r
Qt=r+R(qt+q2)

and the quantity of electricity transferred fr.om the first ball to the
second will be

Rql rq2
qt-Qt= r+R - r+R

348. V = Ct~t+CzVz 260 V.
1+ C2

Note. In order to solve the problem, determine the total charges
of the capacitors and the combined capacitance of the capacitors Ct
and C2 connected in parallel.

349. The quantity of electricity transferred from the first capacitor
to the second is

q= CiC 2 (Vi + V2) 6 X 10-4 coulombs
C1+C2

Solution. Before the capacitors are connected their charges are
Ql = C1v, and Q2 = C2 V2 respectively. The charge remaining in the
battery after connection is C.V. .; C2 V2 • The capacitance of the two
capacitors is C. + C2 • The potential difference between the plates of

the capacitors after connection is V = C1V1-~2V2 • The charge remain-
. Ct + 2
Ing across the plates of the first capacitor after connection will be

Q' = CtV=Ct Ct~:+~:V2 • The quantity of electricity transferred

from the first capacitor to the second is

Q Qf CtC2 (Vi +V2)

q= i- = Cl+ C2

qv-350. V = r N2= 2.7 V where q is the charge on the small drop

and N is the n~ber of drops.
Note. In solving the problem use the formula for the capacitance

of the ball and calculate. the radius of the large drop.
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351. It cannot because the capacitors would he punctured. The
voltages in the capacitors will be Vi = 6,000 V; V2 = 3,000 V and
Va = 2,000 V, respectively.

Solution. It follows from the fact that the charges across the plates
of the capacitors are equal that

ViC t = V2C2 t V2C2 = V3Ca
and

Vt + v, + Va = V

Solving these equations will give the required answer.

352. C 4n (~~1) ~ 4.2 em, When the bar is shifted the capa­

citance will not change.
Note. In order to solve the prob­

lem consider the capacitor with the
bar inserted in it as a system of two
plane capacitors connected in series.

353. The capacitance will be dif­
ferent. It will be larger in the se­
cond case.

Solution. In the first case there
will only be charges on the inside
surface of the larger sphere. In the
second case the charges will be on
both sides (Fig. 295) and the capaci-
tance of the entire capacitor must be Fig. 295
calculated as the capacitance of a sy-
stem of two capacitors connected in parallel and with plates A Band
Be.

Q2 2nQ2 Q2 CV2
354. F=QE=2n s; A=Fd=-S-d= 2C =-2-.

355. (J = 2~ V 2~ ~ 5 cgs electrostatic units.

356. v=V &:p =4 cgs electrostatic units = 1,200 V.

Solution. The force acting on the upper plate is P = c:; {see the

solution to Problem 354) and the capacitance of the capacitor is

S
C= 4nd

SV2 ... / 8:td2P
P=&id2 and V = II --s

357. In the second case.
Solution. In the first case when the plates are drawn apart the

potential difference remains constant but the capacitance and,there-

16*
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fore, the charge across the jllates diminish. This will gradually decrease
the interaction between the plates.

In the second case the charge across the plates remains constant.
Therefore, the interaction between the plates will keep the same value
it had initially while the plates are being drawn apart.

Therefore, when the plates are moved identical distances more
work will be done in the second case.

358. e = 3.

23. The Laws of Direct Current

359. R = 0.017 ohm.
360. One Yakobi's unit is 5.75 ohms.
361. R = 1.1 X 10-11 cgs electrostatic units.
Note. In order to convert the resistance into ega electrostatic

units, use the definition of the resistance from Ohm's law:

R Vvolts 1 Itt ti itohm= I 300 3 109 cgs e ec ros a ic um a
amperes X X

362. The resistance of the wire is 313 ohms "higher in summer.
The change in the length of the wire gives a correction that does not
exceed 0.6 ohm.

363. l = 16 em.
Solution. The resistance of the lamp filament is

V2 l
R==7{=P S

The resistivity of the incandescent filament is
T

P=Po To

The length of the filament is

l == RS = RSTo = V2S To
p poT NPoT

364. I =24 is ten times larger than in normal burning.
e

365. C=4i);A.

Solution. The capacitance of the capacitor C =:;d •

The resistance of the capacitor after filling it with electrolyte

R 1 d d·t ductivi 1 'AS= Ts an I s con uctivity A = Jf=(f •

e
Hence, C= 411:A, A.

The expression obtained is of a general nature, is true of capacitors
o~ any shape and is widely utilized in electrical engineering calcula­
tiOns.

366. Lenz's unit of current is 0.065 A.



CHAPTER III. ELECTRICITY 245

Therefore,

and

Solution. It follows from the laws of electrolysis that the quantity

of substance liberated on one electrode M = ;~ It where F is

F d ' b I· · · time i d Aara ay S Dum er; IS current In amperes; t IS nne In secon sand :..-
n

is the gram-equivalent of the substance.
On the basis of Avogadro's law, the volume of oxygen evolved when

the current is passed will take 1/3 of the volume of detonating gas at
a pressure of 760 mm Hg and will be equal to V = 13.72 em", Hence,
the mass of the liberated oxygen M = dV = 0.0196 g. The current

corresponding to Lenz's unit will be I = ~~n •

367. R, = 10 ohms; R 2 = 20 ohms; R 3 = 60 ohms.
V

Solution. When the rheostat is cut out the current is 1 0 = R
o

=
= 4 A. The resistance R t can be found from the equation

V V
Rt+Ro= 1

0
- 1 or R 1= 1

0
- 1 -Ro

V
R2=---(R t + Ro}10-2

V
R3 = 1

0-3
-(R2+Rt+Ro)

368. The galvanometer should be cut into the circuit in series.
The scale of the instrument will be: 00; 1.2 X 101 ohms; 6 X toe ohms;

4.0 X 108 ohms; ... ; 120 X 106 ohms where n is the number of the
n

division.
The minimum resistance that can be measured is 3 X 106 ohms.
Note. The values of the resistance R n corresponding to separate

divisions on the galvanometer scale can be determined from the for­
mula

V
R n = n10

where V is the mains voltage; n is the number of the scale division
and lois the current corresponding to one division on the galvanometer
scale.

369. 10 = 5.05 A.
Solution. If the voltage in the circuit is V, the current in it before

• V d f··the ammeter is cut in will be 10 = R ' an a ter the ammeter IS cut

V
in 11 = . Hence,

R+Ro
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in the first case and by

R
370. R==~1=50 ohms (n=20).

n-
Note. The response of the galvanometer can be reduced n times if

a current of n-1 1 is passed through the shunt when the current in
n

the circuit is I.
371. R = 0.032 ohm. The response of the instrument will be dimi­

nished 250 times.
372. 0.5 V per division.
Note. For a current I = 1 rnA to flow through the instrument its

terminals should have a voltage of
V = IR = 10-3 X 500 = 0.5 V

373. Before the voltmeter was connected the voltage was V =
= 105 V. The error is 5 V.

374. R = I:~V 61.2 ohms. The resistance R' calculated on

the assumption that R o -+ 00 will be 1.2 ohms less than the actual
value.

375. For the 1 ohm resistance the measurement error using circuit a
will be 0.1 ohm or 10 per cent, and using circuit b it will be 0.001 ohm
or 0.1 per cent; for the 500 ohms resistance-O.t' ohm or 0.02 per cent
and 167 ohms or 33.4 per cent, respectively.

Solution. If V and I are the readings of the voltmeter and the

ammeter, the resistance R' = ~ calculated from these readings will be

equal to. the total resistance of the section in the circuit bb' when
measurements are made using (a) and to the resistance of the section ee'
when measuring by (b), i.e., it will be related to the resistance R by

Ri = R + R a

in the second.
Comparing the values calculated from these ratios with the actual

value of the resistance R one can find the errors pennitted when measu­
rements are made using (a) and (b).

These errors are caused by the fact that in the first case (a) the
voltage drop across the internal resistance of the ammeter is not sub­
tracted from the voltmeter readings in calculations, and in the second
case (b) the current taken by the voltmeter is not subtracted from
the readings of the ammeter. Therefore, the resistance R' calcu­
lated only from the readings of the instruments is in the first case
larger and in the second case smaller than the actual resistance R.

When the resistance R being measured drops in {a}, the reduction
of voltage shown by the ammeter will form an increasing share of the
readings of the voltmeter and the circuit will produce increasingly
~arger relative errors. When the resistance is reduced in (b) the current
tak:en by the voltmeter diminishes. The error in the readings of the
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ammeter and therefore the relative error in the calculation will also
diminish.

The circuit (b) is more effective for low resistances and (a) for
higher ones.

376. V = 51.2 V.
Solution. The resistance of the section AB is

R= RoR.
Ro+2Rt

The current flowing through the potentiometer is

2V
1= 2R+Ro

The voltage taken from the potentiometer is

V=IR 2VRt 5t.2 V
Ro+4Rt

377. By fO.4 V.
Solution. The resistances of the lamp and the appliance are

V2 V2
Rt=Jr;=240 obms and R 2 = N

2
=60 ohms

The resistance of the circuit before and after the appliance is switched
on Is

RR
R'=Ro+Rt = 246 ohms and R"=Ro+ Rrt.~2 54 ohms

The current in the circuit before and after the appliance is switched
on is

D

Fig. 296

BV
It=R'~O.49 A,

V
12 = RIP =2.22 A

The voltage drop in the wires is
Vo=l iRo=2.9 V and
V(;=12Ro= f 3.3 V

378. S = nlo2pl •
Vi

No~e. The resistance of the input wires is R = P~l .

379. The current will flow since the potentials of the conductors
AB and CD are different. The directions of all the currents which now
are shown in Fig. 296. The potentials at the points A, B t C and D
will change. The potential difference between the points A andCt



248 ANSWERS AND SOLUTIONS

and also between Band D, will diminish. The potential at the point E
will be lower than the potential at the points A and B, and the poten­
tial at the point K will be greater than the potentials at the points C
and D.

380. If the bridge is in balance the readings on the galvanometer
will be the same whether the switch is open or closed.

Solution. The bridge is not in balance. The potentials. at the
points A and B are different. When the switch is closed the conductor
A B will carry a current and the entire distribution of the currents will
be altered in the circuit. This will be tantamount to a change in the
total resistance of the circuit and in the current flowing through the
element. When the switch is open or closed the readings of the galva­
nometer in an unbalanced system will change.

The bridge is in balance. The potentials at the points A and B
are the same. The distribution of currents in the circuit and the current
flowing through the element will be the same whatever the position
of the switch.

381. Lenz's unit for e.m.f. is equal to 0.38 V.
382. 6 A.
Solution. The internal resistance of the battery for a closed circuit

can be found from Ohm's law

r=-!.-R=10hm
11

The short-circuit current will be

I=:!=6 A
r

383. It will not.

Solution. The resistance of the lamp R = V; = 202 ohms.

The current produced in the circuit composed of the lamp and the
battery is

~
1= R+r =0.46 A

The voltage across the poles of the battery is

V = IR = 93 V

i.e., it is 17 V lower than the voltage corresponding to the normal
intensity of the lamp. The lamp will not burn at full intensity.

"The same result can be obtained by comparing the current flowing
in the circuit of the batteries and the current needed for the lamp

to burn at normal intensity and equal to I = ~ .
12R2-IfR l384. r~ I I 0.5 ohm.

t- 2
Solution. In the first case the current is related to the e.m.f. and

the internal resistance of the storage battery by the equation

~ = It in, + r)
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In the second case

249

~ = 12 (R 2 + r)

The e.m.f, and the internal resistance of the storage batteryare
determined by solving these equations.

385. s, ~ 4.7 V.
Solution. If R is the total resistance of the circuit, It is the e.m.f.

of the storage battery and ~2 is the e.m.I, of the element, the current
.in the circuit in the first case can be determined from the equation

I tR == ~1 + i 2

and in the second case from

12R = ~1 - '2
Hence,

~f 11+12 ~
11-12 2

I t-1 2
386. ~1 I

t+I 2
'2=0.86 V.

Note. See the solution to Problem 385. Bear in mind that when the
storage battery and the cell are in opposition the current and the e.m.f.
of the storage battery will have unlike signs and the Ohm's law equa­
tion for this case will take the form:

12R == ~2 - ~t
IR

387. V== R+r ~ 1.43 V.

388. ~2 = 1.8 V.
Solution. The e.m.f. of the cell and the storage battery establish

currents opposing each other in the section of the potentiometer A B.
Obviously, the current in the galvanometer circuit will cease to flow
when the potential difference V set up a~ the ends of the section A B
by the cell becomes equal in magnitude to the e.m.I, of the storage
battery, Le.,

v= '2
When the circuit is in balance no current is taken by the galvano­

meter circuit. Therefore, it may be assumed that the increase in the
potentials at different points in the potentiometer is proportional
to the increase in the resistance of the section A B, Le.,

V r
Vo =]f

Hence, ..

389. 39.5 ohms.
Solution. When the slide is shifted from the position of equilibrium

the current in the galvanometer circuit will be determined by the
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difference between the e.m.f. of the storage battery and the potential
difference at the points A B set up by the cell. When the slide is shifted
through one division the potential difference increases or decreases
(see the solution to Problem 388) by

1
AV=--=-Von

where n is the number of divisions on the potentiometer scale.
. If X is the resistance of the galvanometer, the current flowing in
its circuit can be found from the equation

I (r + X) = tJ.V

Hence, X= ~ -r= :J -r.

When the slide is shifted through one division the maximum per­
missible value of X should re: a current of I = 10-4 A, suffi­
cient to deflect the pointer 0 the galvanometer by one division, i.e.,

X = 500~10-4 0.5=39.5 ohms

CS390. R=6 ohms; r=y-R=4 ohms.

Note. The unknown resistances can be found from the equations
of Ohm's law for a closed circuit

I (R + r) = ~

and for a section of a circuit from

v= IR
391. V=O.
Solution. Since the storage batteries are connected in series, the

e.m.I, of the battery acting in the circuit will be 2 ~. The total
resistance of the circuit is equal to 2r. The current set up after the sto­
rage batteries are connected can be determined from the equation

~
2~=I2r or 1=­r

The potential difference across the terminals of any storage battery
is

v = Ir - ~ = 0

392. When the internal resistance of each storage battery is equal
to R.

Solution. If ~ is e.m.I, and r the internal resistance of one storage
battery, then f'Or series connection an e.m.I. of NEwill act in the
circuit, the resistance of the circuit will be R + Nr and the current

N1J
11= R+Nr
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in the case of parallel connection

12 = ~
R+~

N

N~

NR+r

m

Comparing these equations we find that 11 = 12 at R = r,
393. Four lamps.
Solution. The resistance and current in each lamp will be

V2 N
R1~N and 11=1'

When m lamps are connected in parallel the resistance of the external

circuit will be R = R{ = N
V 2

• So that the lamps bum normally the
m m

current in the circuit should be
mN

I=mI1= y-

Introducing.these values of R and I into Ohm's law equation for
an entire circuit, we get

~=I(R+r)= m: (:, +r)

Hence,

(~-V)V ==4
Nr

Another way of reasoning is also possible (see the solution to.
Problem 394).

394. n = 110.
Solution. If n storage batteries are connected in series, the e.m.f.

of the battery will be ~ :r= n~{ and the internal resistance r = nr1"
With a current I the voltage drop in the internal resistance of the batte­
ry will be equal to V' = Ir.

By Ohm's law the entire circuit should have

~ - v= V'
or

n~t - V = Inri
Hence,

n V ==110
~1-Irt

395. r = 1 ohm; ~ = 3 V.
Solution. It follows from Ohm's law that

~ - VI = ItT and V. = ItTt
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for the first case and

~ - V2 = I 2r and V2 = I 2r2

for the second case.
Solving these equations we find that

r=(V2 - V t)rtr2 , ~=V1V2(r2-rt>
V t r2 - rtV 2 Vt r2 - rtV 2

396. V = 3.2 V; It = 1.6 A; 12 = 0.4 A.
Solution. The resistance of the external circuit is

R=~=1.6 ohms
TI+ r2

The current

The voltage drop in the external circuit

V = IR = 3.2 V

397. In each group there should be m == 3 storage batteries con­
nected in series; I = 10 A.

Solution, If m storage batteries are connected in series in groups
the resistance and the e.m.f, of each group will be mro and m~o. If the

total number of the storage batteries is N, one battery will contain N
m

groups, and the resistance and the e.m.f. of the battery will be m;;o
and m~o respectively.

The current in the circuit can be determined from the Ohm's law
equation

N~o

NR
mro+-­

m

The current I will reach its maximum at that value of m for which
the denominator of the fraction is smallest.

Since the product of the terms in the denominator does not depend

on" mand is constant (mro:R = Nn-,) the values of the denominator

will be sme Ilest when its terms are equal to each other, Le., when

NR m2ro
mro=-- or -N=Rm

or, in other words, when the internal resistance of the battery becomes
equal to the resistance of the external circuit.
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m==,/NR=3
V ro

will correspond to the minimum denominator and, hence, to the
maximum current in the circuit.

, / NR , / Nro
398. n= V --;:0; m= V ---r.
Note. See the solution to Problem 397.

The resistance of the group is !Q., the number of groups is n = .!!-.
m m

and the resistance and the e.m.f, of the battery is

nro Nro N"o
r=--=-2-; j=n~o=--

m m m

With any value of m the current in the circuit is

1= Nlo

Nro +mR
m

399. Number of storage batteries is 160. The battery should be com­
posed of 40 groups connected in series. In each group four storage
batteries are connected in parallel.

Solution. The current produced by the compound battery is equal
(see the solution to Problem 398) to

1= N'lJo (1)
Nro +mR
m

A battery of N elements will produce the maximum current when
it is composed in such a way that its internal resistance is equal to
the resistance of the external circuit (see the solution to Problem 397),
Le., when in the denominator of equation (1)

Nro =mR (2)
m

Solving .equations (1) and (2) simultaneously for Nand m we
find that

N • 4roR I 2 160
= ~ft

.r Nro
mc:2 V ---r=4

Nand m calculated in this manner determine the minimum number
of the storage batteries that should be taken and also how they should
be connected.
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Hence,

+ -

400. ~ = 12 V.
Solution. If a source of current with an e.m.I, force ~ is cut into

a section of a circuit, the current in this section will be determined
by the joint action of this e.m.f... and the potential difference applied
to the ends of the section.

The storage battery is connected for charging as shown in Fig. 297.
The current flows in the opposite direction to th.ee.m.I, ~. The Ohm's

law equation for the section of a circuit with a
storage battery may be written as V - ~ = IR.

Hence, ~ = V - IR.
401. R = t ohm.
Solution. The Ohm's law equation for a sec­

tion of a circuit with a storage battery and an aux­
iliary resistance R will be

V - .~ = I (r + R)

Fig. 297 R
V-~-Ir

I

402. R o = 5.5 ohms. If R > R o the battery will be charged.
If R < R o the battery will be discharged.

Solution. So that current does not now through the battery the
potential difference between the poles of the dynamo should be equal
to the e.m.f. of the battery, i.e., V = ~2 or, in other words, the volta­
ge drop inside the dynamo should be

Ir = ~1 - ~2 (1)

Utilizing the equation V = ~2 and knowing that the entire current
produced by the dynamo passes through the resistance R o we may write

IRa = "2 (2)'

It follows from equations (1) and (2) that

~2r 5Ro= ~ ~ =5. ohms
i- 2

403. 5 A.
Solution. The voltage supplied by the charging plant can be found

from equations

V - ~t = Itr

V = ~t + Itr = 110 V

The current at the end of charging is

1
2
= V-~2 5 A

r
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24. Thermal Effect of Current. Power

404. t = 1. .42 s.
405. t = 4 min 40.6 s.
406. X = 2 ohms.
Note. Use Ohm's law to determine the currents in the circuit before

and after the shunt is switched on and calculate by the Joule-Lenz
law the amount of heat liberated in the heater in both cases..

407. 40; 45; 37 W; 33; 50; 71 per cent.

Solution. The current in the circuit is 1= R~ r •
~2R

The useful power N=IzR= (R+r)2 .

~2
The total power developed by the battery No=1JI= R+r •

ffi · N R
The e ciency 1)= No = R+r ·
The growth in the external resistance simultaneously reduces both

the total power developed by the battery and the losses due to the
liberation of heat by the internal resistance of the battery. In this
case the losses diminish at a faster rate than the total power.

When the resistances are high the change in the useful power is
affected primarily by the reduction in the total power of the battery.
In the case of low resistances, the greater part is played by the reduc­
tion in the losses. For this reason, when a low resistance cut into the
external- circuit is increased, the useful power grows despite the drop
in the total power.

The battery gives the maximum useful power when the external
and internal resistances are equal.

408. z = pn,
Solution. Assume that the internal resistance of one cell is equal

to r, its electromotive force is ~o and the resistance of a unit length
of the wire is R •.

Then, after the wire of length l is connected, the circuit will carry
a current

nr+lR t

Every second an amount of heat

n2~~
Qt=IflR1= (nr+lR

f
)2 Rtl

will be liberated in the wire and an amount of heat

Q n2~~ R
q1=T (nr+lRJ>2 t

on each unit length of the wire.
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I.e.,

When a wire of length pl and x cells are switched in, the amount
of heat liberated on each unit of wire length will be

x2'M 2
q 0 R

2 (xr+ plR1)2 t

When both wires are heated to the same degree, a unit length of
each should evolve the same amount of heat, i.e.,

n2W3 . x2" ft
(nr+lR{)2 (xr+plRd2

Hence, x = pn,
409. 65 W; 15.4 per cent.
Solution. The current. flowing through the storage battery is

V-"1=--=5 A
r

The power consumed by the plant is

Nt = VI = 65 W

The power expended to heat the storage battery is

N 2 = I2R = 10 W

410. N, = 1,tOO W; 82 per cent.
Note. The j)ower consumed by the motor is Nt = VI; the power

expended to heat the windings of the .motor is N 2 = ]2R and the
power converted into mechanical energy is N 3 = Nt - N 2 =
= I (V - lR).

4ft. 45 min; 10 min.
Solution. If rt and r2 are the resistances of the first and second coils

and V is the mains voltage, the amount of heat liberated will be

Q= V2tl = V2t2
'1 '2

Hence,
'1 tl 1
;:;=t;=2

In the case of a series connection the resistance of the electric kettle
heater will be '3 = 't + '2 and the time of heating can be determined
from the equation

V2t3 V2tl
Q=--=-

'1 +r2 '1

or

t3='I+'2 tl=3t1=45 min
'1
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In the case of parallel connection of the coils

Q V2t4 (rj + r2) V2t1
rtr2 r1

,2
Hence, 14=- + t1;=10 min.

Tj r2
412. The resistance of the cooled part of the wire becomes markedly

less than the resistance of the part that is not cooled and the current
accordingly grows in the circuit.

Since the same current is passed through both parts, most of the
heat will begin to evolve from the uncooled portion of the wire.

413. t= CldtSfI~t-TO)0.09s

T
3-To= ]2p2t C jdtSfp2 (T-To)=0.1°C2d2S~ C2d2S~Pt

Note. The amount of heat liberated from each centimeter of the
fuse is

Q=12 .£!. t
8 1

The amount of heat necessary to heat this wire to its melting point is

Q = CrIlIS. (T. ~ To)

The heating of copper wire can be calculated from the same equa­
tions.

414. C = 0.59 cal/g -deg,
S olutton, If R is the resistance of each of the wires and ] is the

current, the amount of heat liberated in the calorimeters will be the
same and equal to

Q = /2Rt

The thermal balance equation for the calorimeter and water shows
that Q = mAT. where m is the mass of the water. In the calorimeter
which contains the liquid, Q = CmAT2 •

AT
Hence, C = AT: = 0.59 cal/g -deg.
415. More heat will be evolved in the steel wire for a series connec..

tion and for a parallel one more in the copper ·wire.
416. It will be reduced by a factor of 2.25.
417. Ro=VRt R2 •

25. Permanent Magnets

418. mt = YF;2 ~ 620 cgs electromagnetic units; m2 = 1,240 cgs

leectromagnetic units.

17-121S
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419. H =m a~2.(~~all)2~ 0.36 cgs electromagnetic unit.

Solution. The intensity of the field at the point A will be equal
to the difference in the intensities set up by each pole separately, i.e.,

m m
H==H1-H2 -

(a+l)2 a2

The vector H will be directed along the axis of the magnet towards
the south pole. .

420. m ~ 65 ega electromagnetic units.
Solution. The interaction between the near like poles will be F i =

= ~:. Since a ~ l, the interaction of the like remote poles will to

m2
a good approximation be F2 = 411 and that of the unlike poles Fa =

m2

=12
Fz a2

F-; = 412 ~ O.OOi

and
Fa 4 2

-mil, _P F
i
=12~O.004

. The forces FI and Fa are infini-
Fig. 298 tely small as compared with the

force F t and therefore the mag­
netic masses can be determined with a sufficient degree of accura­
cy from the force F. assuming F i = P, Le.,

m= VPa2=a Vi> ~ 65 cgs electromagnetic units
421. I!p = 0.5 cgs electromagnetic unit; H h = 1 cgs electromagne­

tic unit; 11 = 1.12 cgs electromagnetic units.
Solution. The magnetic needle will be acted upon by two forces

tending to turn it (Fig. 298), their moments are: the moment of the
force due to the terrestrial magnetic field acting on the poles of the
needle

Ft2l = mHl)2l

and the moment produced by the load suspended from the needle and
equal to Pl.

The condition for equilibrium of the needle will be

mHo2l = Pl

Hence, H D = im = 0.5 cgs electromagnetic unit.

The horizontal component and the total intensity of the terrestrial
magnetic field can be found from the equation

Hh=-HDcota and H=V H:+H~
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422. Solution. At distances equal to the length of the magnetic
needle the terrestrial magnetic field of the Earth is practically uniform,
Le., its intensity remains constant both in magnitude and direction.
For this reason, the terrestrial magnetic field acting on the magnetic
needle can only give rise to rotating moments and fails to set up any
resultant,' other than zero.

The field of a permanent magnet is heterogeneous at distances equal
to the length of the needle and changes appreciably. The intensity of
the field at one end of the needle is stronger than at the other. There­
fore, the field of the magnet acting on the needle sets up a resultant force
which is not equal to zero and causes both rotational and translational
motion of the needle.

\
\

\
\

\
\

\

o
-m

A( ....-~
/1

I I
I IF2

II I
I I I

I I
I I

I I
I Io I

+m

8

Fig. 299 Fig. 300

423. The bars should be placed as shown in Fig. 299. If the bar A
is made of soft iron it will not attract the barB.

8m
424. F = ~ 0.36 dyn.

51/512 •

Solution. The poles of the magnet will act with forces .F. and F2
directed as shown in Fig. 300 and equal to

m
F1=F2 = - -22r1

The position and magnitude of the resultant can easily be found
from simple geometrical considerations.

425. If the needle is arranged in the, plane perpendicular to the
magnetic meridian it will take a vertical position.

The direction of the magnetic meridian can be found if the instru­
ment is revolved around a vertical axis to determine the position in
which the needle will be vertical. In this case the magnetic meridian
will coincide in direction with the axis of rotation of the needle.

426. At first the needles will be drawn apart since the magnet sets
up like magnetic poles at the lower ends of the needles whi~h repel
each other, When the magnet is brought sufficiently close the tnterac-
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m2 cos~
P . a 2or -81D-=----

2 2 4l2 sin2 ~
2

A
va,
Fig. 301

tion between the magnet and each 'ofthe needles will exceed that between
the needles which will then sink being attracted to the magnet.

After the magnet is removed the needles will again be drawn apart
due to the residual magnetisation.

427. m ~ 6.5 cgs electromagnetic units.
Solution. Let U8 consider one of the needles. It will be acted upon

by the weight P acting through the centre of gravity B and the inter-
2

action of the magnetic poles F = ~ (Fig. 301) acting through the

point A. For the needle to be in equilibrium the sum of the moments
o of the forces acting on the needle

should be equal to zero, i.e.

P l . a F1 a
-SID-= cos-
222

428. F ~ 60 gf; m ~ 406 cgs electromagnetic units. The equilibri­
um is stable.

mH

-mHp

A

'I/1
1/
II
II

-----..:~~-----

Fig. 302 Fig. 303

Solution. The magnet B will be acted upon by the moment of

weight P ~ cos a and the moment of magnetic interaction

m21eos~
a, 2

Floos-=----
2 412 sin2 ~

2
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411 sinl ~
2

P
TCost:X

(Fig. 302). It follows from the condition of equilibrium that

m2cos~
2

and. therefore the magnetic masses of the poles of the magnets will be

l · a V2Peosa
m= SlDT ex

cosT

429. M = PH sin t:X.
Solution. Each of the poles of the needle will be acted upon from

the side of the magnetic field by a force F = mH which with the needle

--------~----lI~mH

Fig. 305

in the position shown in Fig. 303 has 'a rotational moment

F l . 1 m«TSlna=Tm sm c

The rotational moment of the couple of forces acting on the needle
will be

M = mlH sin cx = PH sin ex

430. z ~ 0·.05 mm .
.Solution. If z is the distance from the point of support to the centre

of gravity of the needle (Fig. 304), the condition of equilibrium of the
, needle may be written as

hence
Qx = PHv

PHl)r:»:
431. M = PH sin cx.
Solution. The moments of the forces acting upon each pole of the

needle will be equal (Fig. 305) to .

mH (I + L) sin C'£
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-mHL sin CL

Hence. the total moment of the force acting on the bar is
M = mHl sin ~ = PH sin a

1 P
432. Pt=m 2 = T .
434. The arrangement shown in Fig. 306b corresponds to the posi­

tion of unstable equilibrium and that in Fig. 306a to stable equilibrium.
435. Upon contact with plate B, part of the mag­t + netic lines of force are short-circuited through this

plate (Fig. 307). The number of the lines of forcet + penetrating plate A sharply decreases. As a result
the interaction between the magnet and plate A alsof + decreases and the latter drops.

436. In the second case most of the magnetic linest + of force are short-circuited inside the part of the rod
adjoining the magnet (Fig. 308) and the rod cannot,t + therefore, be magnetized as intensely as in the first
case.

437. In the first case, as the lower magnet is
(a) (b) brought nearer, the cylinders will be detached one

Fig. 306 after another from the chain and attracted to the low­
er magnet.

In the second case, when the pole of the opposite sign is drawn clos­
er, the "strength" of the chain will increase as the lower magnet is

/",,/ .....//
I / / /
I I / I
I I { ,
I I I I
I I I :
I I, I
I I I ~
I I I I
l I"
I I \t I -
I ' ,/...........~~+...."

....",.... , //

B

brought near.' As soon as the second magnet comes in contact with
the lower cylinder, the magnet will be attracted to the chain and will
remain hanging on it.

438. The magnets are detached owing to a .sharp decrease in the
number of the lines of force passing inside each magnet. At the moment
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of detachment an e.m.f. is induced in the coil due to the reduction
in the number of the lines of force.

439. (a) The bar will be magnetized due to the action of the vertical
component of the terrestrial magnetic field and the magnetic needle
will be attracted as it is brought near the ends of the har.

.(b) The bar will be magnetized by the aetion Qf the horizontal
component of the terrestrial magnetic field. The magnetic needle will
always tum towards the nearest end of the bar.

(c) The bar will not be magnetized by the magnetic field of the
Earth and the needle will not change its position when the bar is
brought close.

It is assumed in all the three cases that when the needle is-brought
close to the bar the distance between them is still large enough for
the additional magnetization of the bar due to the external magnetic
field of the needle to be neglected.

If the bar is turned, the behaviour of the needle will not 'change
in any of the three cases.

440. Iron loses its magnetic properties at quite a high temperature
and behaves as any other non-magnetic substance (copper, glass, etc.).
When the nail is heated in the flame of a burner to this temperature
the interaction of the magnet and the nail abruptly decreases, the nail
returns to the initial position.. leaves the flame and gets cool. The
magnetic properties of the nail thus cooled are regained, the forces
of interaction between the nail and the magnet increase and the nail
is again drawn to the magnet.

44t. See the solution to Problem 440.
The impeller rotates because the force of attraction acting on the

rods which are still outside of the flame of the burner is much larger
than the forces acting on the hot rods gr just
emerging from the name.

26. Magnetic Field of '8 Current

442. See Fig. 309.
Note. Since the intensity of the magnetic

field of rectilinear current diminishes in pro­
portion to r the lines of force will be closer
together near the conductor and, spaced
further apart at some distance away from Fig. 309
it.

443. H = 0.08 cgs electromagnetic unit; F = 0.4 dyne

444. H = O·i l .

Solution. In order to derive the formula, calculate the work done
by the magnetic field forces over the circuit enclosed by the. sections of
the radii drawn from the line of the current and the arcs of the concen­
tric circles-the lines of force 9f the field. This calculation (see the
solution to Problem 339) gives us

Hi R2

H2=~
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Since, when Ro= 1, H 0=0.21, it follows that

H - 0.21
- R

445. The current should flow from west to east. The current-carry­
ing conductor should pass at a distance R = 5 em below the point A.

Solution. For the resultant magnetic field at the point A to have
the vector H directed vertically the magnetic field of the current
should completely compensate for the horizontal component of the
terrestrial magnetic field, i.e.,

Hh= O~I

Hence,

R - 0.21
- Hh

446. The point will be located at a distance R 0. 2 1 1.gem
VH1+H~

in the northern hemisphere above and .to the north of the conductor,
and in the southern hemisphere above and to the south of the conductor.

The direction from the conductor to
North the point B will in both cases make

He South an angle a, with the horizontal such
Hh

that tan a = H =0.4.
D

Note. In the case considered in
He the..problem the magnetic field of

current should completely compensate
for the magnetic field of the Earth.
The vector for the intensity of the
terrestrial magnetic field is equal to
H = VH~+ H: and makes an ang-

Fig. 310 le a with the horizontal such that
Hh

tan ex== H' ·
v

Obviously, the intensity vector of the magnetic field of current He
should have the same magnitude and pass at the same angle to the
horizontal, but in the opposite direction (Fig. 310).

447.H=0.
Solution. The current flowing along the pipe may be regarded

as the sum of many identical linear currents uniformly distributed
over the surface of the pipe. Correspondingly, the intensity of the mag­
netic field at any point in space may be considered as the sum of the

.intensities of the fields established by such linear currents.
Fig. 311 shows the cross section of a pipe along which current flows,

Let us compare the intensities of the magnetic fields set up at the
point A by the linear currents passing through very small arcs S 1

and 8 2 - The currents 11 and 12 passing through S1 and 8 2 will be di-
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i.e., HI = H 2 or H 1 - H 2 = O.
Since by this method it is possible to

select for each element of the cross section
of the pipe another corresponding element
that completely compensates for the magne­
tic field of the first element at the point A ,
the resultant magnetic field of the current Fig. 311
flowing along the pipe will be zero at any
point inside the pipe.

448. The intensity will be equal to that of the magnetic field set
up by the current flowing along the axis of the cable in the inner con-

ductor, i.e., H = 0;1 (see Problem 447).

O.2/m
449. A=FS =mH X 21tR=-R- 2nR=O.4nlm= 12.6 ergs.

The work done by the magnetic field forces when the pole m is
passed along a closed circuit depends only on the intensities of the
currents penetrating the area confined within this circuit, and does
not depend On the shape and size of the circuit.

450. It cannot. The surplus work obtained when the pole is moved
along a closed .path around the current-carrying conductor is produced
by the energy of the current source. As the pole moves in the magnetic­
field the source of e.m.f. 's acting in the circuit of the current spends
only some of its energy in producing Joule heat, the rest being convert­
ed into mechanical work done by the magnetic field. The machine
will stop as soon as the store of energy of the current source is exhaust­
ed.

451. F=O.
Solution. All the elements of current in the branching are com­

pletely symmetrical with respect to the point o.Eachelement A (Fig. 312)
corresponds to another element B parallel to A with the same direction
of current and which is the same distance away from 0, but situated
on the other side of it. The intensities of the magnetic field produced
by the elements A and B at the point 0 will be equal in magnitude

Hence,

H1= 0;:1 and H 2 = 0;:2

rectly proportional to S 1 and S 2, in other words IIt ==!J... But s 1
2 8 2

and S 2 are proportional to the distances from the point A and therefore

~: = ~: . The intensity of the magnetic field created by each of

these elements at the point A can be calculated from the formula
for the magnetic field of rectilinear current,
I.e.;

18-1218
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but opposite in direction and, as they are added up, cancel each other
out.

452. The cork will first turn so that the plane of the wire is per­
pendicular to the magnet and then it will approach the magnet.

453. F = 0.3 dyn.
454. The electric charges moving together with the disk set up in

the surrounding space a magnetic field similar to that of a circular
current. The lines of force of this field above the
disk will be perpendicular to the plane of the
drawing, behind it. The magnetic needle will
turn clockwise (if viewed from below).

455. tan e.t= ~~';{ =0.314; e.t=17°24'.

Solution. The magnetic needle is acted
upon by two magnetic fields: the horizontal
component of the terrestrial magnetic field Hh
and the magnetic field of the current H C. The
needle always arranges itself so that tlie sum

,of the rotating moments generated by these
fields is equal to zero. The sum of the moments
will be equal to zero if the resultant of all the
forces is directed along the needle (Fig. 313),

Fig. 312 i.e., if
Hh

tana=T
c

Since we are given that the needle is small and is arranged in the

Fig. 313 Fig. 314

centre of the circle, it may be assumed that the intensity of the field
of the current acting on the needle is
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(see Problem 453). Hence,

t
O.2nl

ana.= Hh R

456. sina= ;~ = ~ . a=30°.

Solution. When the circle turns through an angle a so also does
the intensity vector of the magnetic field of current He (Fig. 314).
For the needle to lie in the plane of the circle after rotation, this plane
should accommodate vector H -the intensity of the resultant field
formed by the summation of the magnetic fields of the Earth and the
current. Since He is always perpendicular. to the plane of the circle
with current it follows from simple geometrical considerations that

H=~ and H==Hhcosa.
tana

Hence,

lIe H
tan a -= h cos ex or

457. H ==50.4 oersteds.

. He
SIn a== llh

27. Forces Acting in a Magnetic Field
on Current-Carrying Conductors

458. The conductor will first turn counterclockwise in a horizontal
plane (if viewed from the top) and will then go down.

Note. The lines of force of the magnetic field at the point A
(Fig. 315) pass from the bottom to the top at an angle to the line of
the current. At the point 0 the lines of force pass parallel to the line
of current and at the point B from the top to the bottom at an angle
to the line of current.

The nature of motion of the conductor can be determined by apply­
ing the left-hand rule consecutively to the sections of the conductor
adjoining the points A, 0 and B.

459. The conductor will wind itself around the magnet as shown
in Fig. 316. .

Note. In order to determine how the conductor moves, find the
direction of the lines of force in the sections adjoining the points A
and B and apply the left-hand rule to establish the direction of motion
of these sections.

460. The conductors will tend to turn so that they become parallel
to each other and then will be mutually attracted.

Note. In order to solve the problem, consider the action of the
magnetic field of current 11 on the sections of the conductor with
current 1 2 adjoining the points A, 0 and B (Fig. 317).

461. F = O.
Solution. The lines of force of the magnetic field of current 12 are

concentric circles. The current 11 passes along one of these lines of

18*
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force. For this reason the magnetic field will not act on the current Ii.
All the elements of the conductor with current 1 2 also coincide every­
where in direction with the axial line of force of the magnetic field

Fig. 315 Fig. 316

set up by the current Ii. Likewise, the current 12 will not be acted
upon by any forces from the side of the magnetic field.

462. The end of the spring will perform periodic oscillating motions.
Solution. When the circuit is closed

each coil of the spring will, in the same
way as circulating current, set up its
own magnetic field and attract the adja­
cent coils. The spring will be compressed
and its lower end will leave the mercury.
The current circuit will be interrupted,
the magnetic field will vanish and the
spring will then straighten itself out. As
soon as the end of the spring touches
the mercury the entire process will be
repeated again. I

463. Along a circumference.
Solution. A beam of moving charged

particles is similar to a certain current
11 having the direction of the velocity v
of the particles. If the lines of force of
the magnetic field are directed towards the
observer (Fig. 318) the particles moving

Fig- 317 with a velocity v will be acted upon
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from the side of the field by the force F directed perpendicularly
to the velocity vand distorting the path of the particles (apply the left­
hand rule to find the direction of the force).

Since we are given that the magnetic field is uniform, the force F
will be constant in magnitude and impart centripetal accelerations a
which are also constant in magnitude to the particles. I t follows from
the fact that the velocity of the particles and the centripetal accelera­
tion is constant, the radius of curvature of the path of the particles

8
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Fig. 320

R

should everywhere be constant to ( a = ; ), .i.e., the path should be

circular.
464. The conductor CD will first move upwards along the conductor

AB, turning at the same time as shown in Fig. 319, and then will move
away from it.

Solution. The direction of motion of to 8
each element in the conductor CD can
be found from the left-hand rule. Since it If
is given that the conductor is uniform its
centre of gravity will lie at the point O.

The intensity of the magnetic field
at the point C will be greater than at
the point D (see Problems 442, 444).
Larger forces will act on the elements
adjoining the point C from the side of
the magnetic field than on the identical
elements in contact with the point D.
The roint of application of the resultant
of al the forces acting on the conductor
CD will lie to the left of its centre of gravity. Therefore, as the con­
ductor CD moves up it will at the same time begin to revolve clock­
wise around the point O.

465. See Fig. 320 and the solution to Problem 464.
466. They will turn and set themselves parallel so ° that the direc­

tions of the currents flowing in them are the same.
467. The ring will be attracted to the magnet, fit itself round it

Bnd move along, stopping at the neutral line. In this case the direction
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of the lines of force of the magnetic field of the current will coincide
with the lines of force of the magnet field.

468. The ring will jump off the magnet, turn over and fit round
the magnet with its other side foremost.

469. The disk will begin to rotate clockwise.
470. If the initial position of the frame is arbitrary it will tend

to turn and set itself in the plane passing through the rectilinear
conductor so that the direction of current in the side of the frame clo­
sest to the conductor coincides with the direction of current in the
rectilinear conductor.

471. See Fig. 321.
The forces Ft and F2 will reach maximum when the plane of the

frame is perpendicular to the magnetic lines of force. The forces become

B

Fig. 321

zero when the plane of the frame lies in the same direction as the lines
of force.

As soon as the frame turns through 1800 from the position shown
in Fig. 321 the forces F 1 and F2 will reverse their directions and will

tend to compress the frame along its axis
of rotation.

28. Electromagnetic Induction
472. See Fig. 322.
473. The current will now from C to A.
When the direction of motion of the con-

ductor is changed the induction current is
reversed.

474. If the conductor is arranged above
Fig. 322 the magnet and the latter is turned west-

wards, the" conductor will carry a current
from north to south. If the magnet is turned eastwards, the current
will flow from south to north. If the conductor is under the magnet,
the current will flow from south to north in the first case and from
north to south in the second.

475. In the first case the current will flow from the axis of the disk
towards the lower edge and in the second it will flow in the opposite
direction.

-,
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476. When the conductors are moved towards each other the direc­
tion of the current induced in the second one will be opposite to the
direction of the current I. If the conductors are drawn apart, the direc­
tions of the currents will coincide.

477. The current will flow counterclockwise.
478. As it passes through the position A the current will Bow

counterclockwise. When passing through the position B there will be
no induced current. In the case of the position C the current will flow
clockwise.

479. As the pendulum oscillates, the periodic changes in the area
enclosed by the circuit will induce currents in the latter. The induced
currents will be directed so that their magnetic field compensates for
the change in the flux of the magnetic lines of force penetrating the
area of the circuit.

When the pendulum swings so as to increase the area enclosed by
the circuit the current will flow counterclockwise, and if the motion
is such as to decrease the area enclosed by the circuit, the current
will be clockwise. The interaction of the magnetic field of induced
currents with the field of a permanent magnet will further damp the
oscillations of the pendulum.

480. An e.m.f, will be induced because the introduction of the wire
into the space between the poles of the magnet will change the number
of the magnetic lines of force passing through the area enclosed by the
circuit.

481. The potentials at the ends of the wings will be different.
If the aircraft flies in any other direction the potential difference

will not change its value because it depends only on the vertical com­
ponent of the terrestrial magnetic field and on the horizontal velocity
of the aircraft.

482. The e.m.I. will he minimum when the frame arranges itself
in the plane passing through the rectilinear conductor.

The maximum e.m.I, will be induced when the frame is perpendi­
cular to this plane.

483. There will be no current.

Chapter IV

OPTICS

29. The Nature of Light

484. A, - Ai = 250 millimicrons.

Solution. The wavelength of red light in vacuum will be A= +
and the velocity of these rays in glass will be v =!- .

n
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The wavelength of red light in glass is A1 = !!.... •
v

The change in the wavelength is At _ A= -=-. 1- n .
'V n

c c
485. v1===-=2 X 1010 cm/s; v2=-=1.95x1010 cm/s .

nt n2

486. v > 2 X 1010 cm/s.
487. Coloured bands in thin films are caused I by the interference

of light waves reflected from the upper and lower boundaries of the
film. A wave reflected from the lower boundary should traverse a longer
path than a wave reflected from the upper boundary. For this reason
the wave reflected from the lower boundary lags in phase behind the
wave reflected from the upper boundary. The amount of this lag express­
ed in terms of the length of a light wave depends on the thickness of
the film at the point of reflection and on the length of the light waves
in the film.

Upon reflection, the waves corresponding to various colours will
acquire a path difference equal to an odd number of half-waves: at the
points of various thickness. At each given point in the film the inter­
ference of the reflected rays will damp some colours of the spectrum
and intensify others. Therefore, the points in a film of varying thickness
will seem to be coloured differently.

488. Each of the horizontal interference bands corresponds to some
definite thickness of the film. The water in the internal layer of the
film gradually flows into its lower part and makes it thicker while
the upper part grows thinner. The points corresponding to some definite
thickness of the film are gradually displaced and the respective inter­
ference bands move downwards with them. After some time the film in
the upper part becomes one quarter the thickness of the length of the
shortest light wave incident on the film. During the interference of
rays reflected from the film the waves of all lengths will be damped at the
points in the film, and the spot will appear dark in the reflected light.

489. Since after the space is filled with liquid the conditions of
reflection of the waves from the lower surface of the lens and from
the upper surface of the glass become identical (both waves are reflected
from an optically denser medium), a bright spot will appear in the
centre of the rings in the reflected light instead of the dark spot that
was there before the space between the glass and the lens was filled
with liquid. The rings will be displaced and their width altered in the
space between the glass and the lens due to the decrease in the velocity
of light. The rings will become narrower and denser.

490. The light will be reflected from the front and rear surfaces
of the film. The conditions of reflection will be the same in both cases.
For this reason the reDected. rays leaving the film will have a path
difference equal t? half the length of the wave and will completely
damp each other In the case of interference.

491. E == 3.31 X 10-13 erg.
492. E == h» = 3.03 X 10-12 erg.
493. F == 6 X 104 tons.
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Solution. The surface of the Earth receives the entire quantity
of light coming from the Sun inside a solid angle formed by the circle
equal to the area of the cross section of the globe. The total energy
absorbed by the Earth is E = nR2 X 1.9 cal where R = 6,400 km
is the radius of the Earth.

The force of the sunrays on the Earth, if they are completely ab-

sorbed by the terrestrial surface, is F = .!.- .
c

E
494. F=-=6.8X10-6 dyne

e
Note. See Problem 493.
495. Note. The quantity of light from the Sun incident on any

area S is proportional to the solid angle which this area makes with
the Sun. As tlie area is moved away this angle diminishes in proportion
to the square of the distance of the area from the Sun. Accordingly,
the quantity of light falling on the area and therefore the force exerted
by the light should also diminish in proportion to the square of the
distance as the area is moved away.

8

Fig. 323

c

IhE
2

.. /( 2/h )2/3a= V -r. -h2=27.5 m

500. The illumination will be 1/2 times
greater at the point C than at the
point B.

Solution. The illumination at the point B is

Hence,

30. Fundamentals of Photometry

496. h = 1 ID.
497. By 40,000 times; 160,000 Ix.

I lh
498. Solution. E=2cos a = 3/2 ==25 lx,

T (h2+a2)
499. l = 55 ID.
Note. The illumination provided by one lamp on the ground at

a distance a= ~ will be A

. I
Eo= 4R2

and at the point C
I eOSel

r 2
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From triangle ABC (Fig. 323)
r = AC = 2R cos ~

where ~ is the angle at the vertex A. Therefore
E _ Eocosa
1- cos2 ~

When a = ~ = 450

50t. E = 5 lx.

502. E = ~: and is the same for both sides.

503. The illumination of a plate in a camera depends on the quan­
tity of light passed through the lens and on the ratio of the area of
the object being photographed to the area of its image on the plate.

Fig. 324

The quantity of light Q passing through the lens is rroportional
to the solid angle which the lens makes with the point 0 the object,
Le., it is directly proportional to the area of the aperture of the lens S
and is inversely proportional to the square of the distance at from the

Fig. 325

camera to the object (Fig. 324) or Q - ~ • The ratio of the linear

dimensions of the object to those of the image is equal to the ratio of
the distances of the object and the image to the camera lens (Fig. 325).

Therefore, the area of the object O't is related to the area of the im­
age 02 as the square of the distances of the object and the image from
the lens, Le.,

0'1 af-=-,
0'2 a2

Comparing the results obtained, we find the illumination of the
image

Qcr! S ai I S
E"""--==--2=-

02 al a2 al
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I.e., the illumination of the image in the camera is inversely propor­
tional to the square of the distance from the lens to the image.

The image of a distant object is closer to the lens than that of an
object located nearby. Hence, the illumination of the image of a dis­
tant object will always be greater than that of the image of a near ob­
ject. In the first case (near object) a longer exposure is required than
in the second case.

504. 1')~ 4 per cent.
The quantity of light emitted by the lamp is approximately equal

to two joules = 2 X 107 ergs.
505. Q = 2.4 X 1016 kcal; 0.441 X 10-9 of all the energy of the

light emission from the Sun; the total amount of energy received by
the Earth is 0.22 of the energy received by Jupiter.

Solution. The amount of energy received by the Earth is

Ql = nriqt

where :tr~ is the cross-sectional area of the Earth.
The ratio of Q to the total energy of emission E is

Ql (01 rf
E= 4n = 4Rf

where Wt is the solid angle which the Earth makes with the Sun. The
ratio of the energies received by the Earth and Jupiter is

Q1 =~= rjR~
Q2 (02 r~Rf

Va
Fig. 326

I
I

c

A

31. The Law of Rectilinear Propagation
and Reflection of Light

506. On one straight line so that the planes of the object and the
screen are perpendicular to this straight line.

507. The radius of the half-shadow R, = 15 em and the radius of
the full shadow R 2 = 7.5 cm. The sha­
dow will disappear when the ball is at
a height of 2.5 m. The dimensions of
the shadow will be constant if the radi­
us of the ball is equal to that of the
sphere.

Note. The radius of the half-shadow
can be found from the similarity of the
triangles CC2D, BBtD and AA 2D (see
Fig. 326). The radius of the shadow is
clear from the triangles 0 A fA, 0 BB 1

and OCC1• The straight line C2C l is equal
to the diameter of the sphere and BB t
to the radius of the ball. The sections A C
and A B are equal respectively to the
heights of the sphere and the ball above the floor.

508. The sources should be moved along the tangents to the rod
passing through the point 0:
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When motion occurs in other directions the shadows diverge or are
superimposed on each other.

509. With the given arrangement each point of the object will be
represented by a bright circle whose diameter can be found from
the ratio (Fig. 327)

d' ED
d= CD

Le.,

d':= ~~ d=2 mm

Therefore, the parts less than 2 mm in size cannot he distinguished
because the bright circles representing the separate points of these
parts will be superimposed on each other.

Fig. 327

510. The shape of the light spot will depend on the form of the
source of light and on the position of the screen onto which the spot
is projected. For example, if the source is circular in shape and the
screen is placed at various angles with respect to the incident rays
the spot will take the form of a circle or a more or less elongated
ellipse.

For the conditions specified in the problem the shape of the spot
will not depend on the shape of the mirror.

51t. The colour of any surface is determined by the spectral compo­
sition of the rays reflected by it.

When the surface is dry the rays corresponding to the colour of
the surface are superposed by randomly diffused white light due to the
roughness and irregularities of the surface (cloth fibres, for examrle).
The presence of this diffused white light makes the basic colour 0 the
surface faded and less bright.

If the surface is moistened with water all the irregularities are cov­
ered by a surface film of water and the diffused white light disappears.
There remains only the basic hue on the surface which we see as a
a richer and darker one than before moistening.

512. Note. To prove this, construct the image of the point A in
the mirror and consider the ratio between the lengths of the paths
A 1CB and A 1DB (Fig. 328).

513. If the observer looks along the line passing through the ima­
,es A' and B' of the pins in the mirror (Fig. 329). he will see these
l~ages superimposed on each other. In the position C the observer
WIll see the image of the pin B to the right of the image of the pin A.
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In the position D he will see the image of the pin B to the left of the
image of the pin A.

514. See Fig. 330. The rays coming from the point 0' will be pro­
pagated inside the band restricted by the straight lines AB and CD

8

Fig. 329

x

D

a

A If B

----------.---/" E
-:

,/
/'"

./

C //'"
t

after reflection from the mirror. The rays coming from 0 will be inside
the bands A E and CF. The rays coming from all the points on the ob­
ject will only arrive at each point in space between the straight lines

• 0' ----r---';I
• /1'I / / I

o - -,,~,
A ~"...///

::; II
~I/

D

Fig. 330 Fig. SSt

AB and CF. The eye can only see the entire image of the object if
it is at one of the points enclosed between the rays AB and CF.

515. By 10 em.
517. At an angle of 45°.
518. ex = 2°; x = l tan a ~ lo: = 5 X 0.035 = 17.5 em.
519. 3 m, .
Solution. The image of the w!111 will be behind. the m1!1'0r at

a distance l2 = 4 m, If the eye IS placed at the point A (Fig: SSi)
it will see only the rays coming from all the points in the section of
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the wall image DE after the reflection in the mirror Be. Thus, the
section of the wall visible in the mirror will have dimensions

X It+ l
2 a=3 m

l1

520. Only when theeye is placed inside the triangle DEB limited
by the rays DG and EF (Fig. 332).

F

8,
I
I

-+---r-~~~I~~~~~r I ......... ~/'J . _ / E: ....-r--I---r "",;"//
1Jlc.~~--1 II ..........r //

I " I / ,." I /
" I I,.'" I /'-'It......... .,"

C1 A,

Fig. 332

521. The perpendiculars to the mirrors A t and A 2 (see Fig. 173)
should make angles of 22°30' with the incident rays, and the perpendi-

S

D

Fig. 333 Fig. 334

culars to the mirrors Aa and A s-angles of 77°30'. The height of all
the mirrors should not be less than the diameter of the lenses d, the

width of the mirrors A i and A 2 should be equal to cos 2~o30' ~ i.Dad
and the width of the mirrors A 3 and As should be 2.61d.
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522. See Fig. 333; ex, = 120°.
523. The centre of the circle lies at the point 0 where the mirrors

intersect.
524. Inside the band limited by the rays DC and OD (Fig. 334).

A

Fig. 335
Hence,

12' a~

11=(l7

528. "2. ~ m; R=O.50 em; 1=25 em (see Problem 527).

529. f = 2.5 em.
Note. If at anda2 are the initial distances of the object and the

image from the mirror, It and l2 are the respective lengths of the object
and the image, and a3 is the distance from the image after the object
is moved, the focal length can be found from the following system of
equations:

..!!..=~=4, at-b =2, --!-+--!-=.!.. and _1_+.!-=.!-
12 a2 a3 al a2 f 41-b 43 1

12 f
530. -=-.

It P

Note. The ratio ~: can be found from the equations:

12 (12 f 2-1-=-' at=p+f, a2=q+ , pq=1
1 at

See Problem 526.
1

531. f = '2 = 50 em; d = 2l<p.

532. At a distance of 50 em from the mirror and 2 em from each
other.

Note. When the two halves of the mirror are drawn apart the source
is displaced 0.5 em from the optical axes of the halves. The distances
of the images from the new optical axes of the halves can be calculated
in the same way as in Problem 527.

32. Spherical Mirrors

526. f = ypq = 40 em.
527. Solution. It follows from the similarity of the triangles ABF

and cor (Fig. 335) that
1

2
f :::-__ EL_____ 8

---- "I{ - a{ - f f <, l,
'F

and from the concave mirror for-
mula
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533. b = 15 em.
Solution. If at and a2 are the distances from the mirror to the source

and its image respectively, then, from the given conditions, the ratios
at = a + band a2 + a = b should hold. Inserting the values of at
and a2 obtained from these ratios in the convex mirror formula we get

b,= V2aF+a2

The coincidence of the image can be established by observing the
changes in the" relative position of the images when the eye is moved
away from the optical axis of the mirror. If the images are at various
distances from the eye the images will be displaced with respect to
each other when the eye is moved as described above (phenomenon
of parallax). If the images are at the same distance, they will coincide
wherever the eye is placed.

d (b-a) .
534. F b-(a+d). They cannot. See FIg. 336.

"tr
.~ - ._--- -----

Fig. 336

Note. The distances at and 0,2 from the concave mirror to the nrst
needle and its images should satisfy the ratios 0,1 = d and 0,2 = b - a.
When these values of 41 and 0,2 are inserted in the mirror formula,
remember that a2should be negative.

In order to find whether the images can be observed at the same
time, consider the path of the rays that actually take part in the for­
mation of the images. All the rays reDected from the concave mirror
and fanning the image of the first needle pass above the optical axis.
All the rays forming the image of the second needle in the fiat mirror
pass below the optical axis of the concave mirror. Since the rays reflect­
ed from the two mirrors do not overlap at any point it is impossible
to observe both images at the same time. To compare the position
of the images the observer should move his eye in the vertical plane
near the optical axis and view the images in turn•.

535. See Fig. 337; hi = 5 em.
Solution. If KtPt is the image of the object KP,. the rays forming

the image of the point "K will only be propagated inside the cone en­
closed by the rays KtA and KtB. The rays forming the image of the
point P will pass inside the cone enclosed by the rays PiP and PtC.
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In order to see the entire image the observer should place his eye
inside the band between the straight lines KtA and PtC in which the
rays coming from all the points on the object are superposed. The
maximum dimensions of the object are determined from the similarity

of the triangles DES and SP R (in this ease the curvature of the sec­
tion DE is neglected as is common in elementary optics):

PR a ad
DE =T' PR=ht=2iJ=5 em

Fig. 338

536. X = 45 em.
Note. If 12 is the image of the face (Fig. 338) and 42 is the distance

from the image to the mirror, the eye will see all of the image for the
minimum distance X from the mirror when the following condition
is observed:

x X+a2
d l2

The values of 42 and 12 can be determined from the eonvex mirror
formulas (see Problem 526) and used to find

X=F It~2d

19-1218
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537. At a distance of 5/6R from the nearest wall; at a distance
of R/2 from the remote wall. .

Note. To solve the problem, calculate in the first case the position
of the image A t produced by the remote wall and then considering
this as a source find its image A 2 formed by the other wall.

In order to determine the position of the images A t and A 2 graphi­
cally, consider the path of a certain arbitrary ray SB (Fig. 339) coming

Fig. 339 Fig. 340

Fig. 34i

Sf

from the source at a small angle to the optical axis. An additional
optical axis aa drawn so as to be intersected by the ray S B at the focus
is necessary to determine the direction of this ray after the first reflec­
tion at the point B. The reflected ray BC will be parallel to this axis.
The image A t will be at the point of intersection of the ray BC with

. the principal optical axis. Af-
~ ter the ray is reflected for the

-----~~-~ second time from the nearest
wall at· the point C the ray
should go parallel to the addi­
tional optical axis bb through
the focus of which the ray BC
passes. The image A 2 is at the
point of intersection of the ray
CA 2 and the. principal optical
axis.

The sequence of operations for graphical construction of the image
in the second case is shown in Fig. 340.

538. X = 90 em; it will not change.
Note. The flat mirror should be placed halfway between the.source S

and its image Sh I.e., the following should hold (Fig. 34t):
X 42- at + _ at+ a2 _ af

2 a1---2-- 2(at- F)
539. X = O.28R.
Solution, Let us denote the distance of the source from the concave

mirror by X and the distance of the image produced bv the convex
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mirror from this mirror by y (Fig. 342). The ratio
1 1 2

2R-X-y=]f

will hold for the image produced by the convex mirror.
The image in the convex mirror is the source' with respect to the

.....---.:y----tIIo1

Fig. 342

concave mirror. If the point where the rays meet after two reflections
coincides with the source, then

112
2R+y +Y=R

The required distance is determined by solving these equations.
Since the path of the light rays is reversible when the initial direc­

tion of the rays is changed, the position of
the point where the rays meet remains the
same.

33. Refraction of Light at Plane
Boundary

540. t = 56°24'.
Solution. It follows from geometrical

construction that i + r = 90°, r = 90° -
- t (Fig. 343). From the law of refraction Fig. 343
sinis·· . t tan r 1 5sin r = n. moe sm r = cos l we ge an l = n = ..

54t. 2.9 m.
Note. The length of the shadow of the pile will be

Ii = hi tan r = 3 X 0.62 ~ 1.9 m

542. h = i m.
Solution. The object will appear to be at a point 8 1 where the ex­

tensions of the rays striking the eye of the swimmer meet (see Fig. 344).
From triangles OBS and OBS 1

OB = OS tan i = h tan t

OB = OS 1 tan r = hf tan r

19*
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Hence,

h =h tan i
1 tan r

Since the angles i and r are small we may assume that tan t ~ sin t
and tan r ~ sin r, Therefore

sin t
ht=h-.-=nh=1 m

sin r

543. At a distance of d + : h below the bottom of the vessel.

Note. See Problem 542. The image of the point S1 should be con-

S
structed in the mirror (Fig. 344).

1 3( 4) 3d, 544. ht=T 2d+ah ===T+h.

I Solution. If S is the position of the image
.. 4

1':: found in Problem 543 and OS = H = 2d +3 h

, the observer will see this image at the
/ point S1 which is at a distance hi from the sur-
I face of the water.
, It follows from triangles DAS and DAS1
/ (Fig. 3451 (assuming that the angles t and r

i I are small) that
~ H 3

ht=n=T H

545. n = 1.41.

IIIIIIII Note. Since it is giyen that the refracted
-- - ray is perpendicular to the second face of the
-- - prism it follows from simple geometrical consi-

1
1111~1111 derations that the angle of refraction of the___ ray r = 30°.

546. h = 30 em.
The absence of the parallax shows that the

images coincide.
Note. See the solutions to Problems 526

Fig. 344 and54
5l3i f n < 2 the ray will be refracted and

emerge from the second face.
If n > 2 the ray will be subjected to full internal refiection at the

second face and emerge from the prism through the third face perpendi­
cularly to the latter.,

V4d2-a2.
548. n = ~ 1.34.

II
Solution. If a bright image of the point source appears on the upper

boundary of the plate, the rays coming from the source into the plate
at small angles i (Fig. 346) pass unhindered through the lower bounda­
ry. If the angle of incidence of the rays on the lower boundary is larger
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than the critical angle the rays are subjected to total internal reflection
illuminate the. sen~itive photolayer from below and form a halo. '

The refractive Index can be calculated directly from Fig. 346 and
from the definition of the critical angle

Fig. 345

sin i' =..!­
n

~ig. 346

34. Lenses and Composite Optical Systems

SSt. d = fcp = 2.35.mm.
Note. See Fig. 347. The image of the Sun will be in the focal plane

of the lens and will be seen from the optical centre of the lens at an

d.

Fig. 347

angle cp just like the Sun. Since the angle cp is small it may be assumed
that .

tan q> ~ q>

552. In the plane passing through the optical centre of the lens.
Note. To prove this it is enough to follow the motion of the image

when the object is brought up to the lens (Fig. 348).
Remember that in any position of the object the direction of the

ray AF remains eoustant.J'I'he ray passing through 0 slowly turns
about this point, as the object is brought up to tile lens, making an
increasing angle with the optical axis.
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553. See Fig. 349..
554. It will move 5 em closer to the screen.
Note. In calculating the new position of the apex of the beam from

the thin lens formula the apex ().f the beam A should be regarded as
·an object.

Fig. 348

Remember that although in the normal case (the point of the object
is the apex of the diverging beam of rays) the apex of the beam lies
on the side where the rays are incident on the lens, in this particular
case the apex of the beam lies on the other side of the lens with respect

I
A

s
Fig. 349

to the incident rays. For this reason, in calculations the distance at
to the object should be introduced into the thin lens formula with
the minus sign, i.e., at = -15 em.

In the case of graphical construction, determine the path of the
auxiliary rays BA and CA impinging on the lens from the left in the
direction of the point A. The point where these rays meet on the other
side of the lens will show the new position of the apex of the beam
A' (Fig. 350). . '
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555. f = 30 em.
Note. See the solution to Problem 554.
556. See Fig. 351.
557. The source should be more than twice the focal length away

and the observer at one of the points in the area BA C (Fig. 352).

F
~---_.----

,.,.,"'",.,.,/
;A"'''

C,,;,

Fig. 350

F-- --_.--.-,
----~~=--==.=.-:==_----..:-..::-

~

Fig. 351

~
, ,~

S __.__ . __'_.S' __.._

2F F F ~

Fig. 352
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Note. The rays coming from the source past the mounting of the
lens towards the observer and the rays from the image are propagated
inside the cones shown in Fig. 352.

The source and its image can only be seen simultaneously when
there ale regions in space where the beams overlap.

558. 4 em.
559. a2 == 60 em; f = 20 em.
Note. The ratio of the linear dimensions of the object and the

image is equal to the ratio of their distances from the lens. Therefore,

at - a2 = 36

From the lens magnification formula and the given conditions we get

~=2
41

the ratio of the ar-eas of the object and the image will be equal to the
ratio of the squares of their distances from the lens.

560. 1 : 4,000 and 1 : 2,000.
56t. 8 1 ~ 0.52 km2 ; S ~ 0.13 km",
562. f = 24 em.
Solution. When the distance between the lamp and the screen is

constant the lens after being moved will again form a sharp image
as soon as the new distance from the lamp (Fig. 353b) becomes equal
to the previous distance of the image from the screen (Fig. 353a).
Following from this
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Solving these equations simultaneously and utilizing the lens formula
we obtain

2a2
!=-=24cm",3

563. a = l tan <p = 60 em.
Note. The size of the object is determined by the minimum viewing

angle of the eye.
564. At the principal focus of the lens .•

Fig. 354

Fig. 355

"
" F._-~._.-.

565. The image will be at a distance a2 = 60 em on the same side
of the lens as the object (see Fig. 354).

Solution. In order to determine the position of the image produced
by the system as a whole, calculate the positions of the images formed
by the separate parts of the
system consecutively along
the path of the rays.

The lens for the object A
will produce a virtual image
B lying to the left of the
lens at a distance

a= at
F =30 em

at- F

The mirror having B as the
object will form an image
C lying at a distance a + b = 45 em behind the mirror or, in
other words, at a distance a' == a + 2b = 60 em from the lens.

On the right the lens recel ves rays from C as the object and th,
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lens will form for C a real image D a distance

60 cm

to the left.
566. The image will be real and will lie between the lens and its

focus. See Fig. 355.
567. a2 = 100 em. See Fig. 356.
Note. See the solution to Problem 565. In calculations, bear in

mind that the first image formed by the lens lies behind the mirror.

~----....... a2-----"""'"

I
I
I
;~

Fig. 356

For construction it is convenient to take the rays going parallel
to the optical axis and through the front focus of the lens.

568. The source should be at infinity.
569. See Fig. 357; a2 = 2.5 em.
570. If the distance between the halves is infinitely small, the

beam will, for all intents and purposes, remain parallel. If this distance

/
/

/
/

i ,/
-------- -4//

Fig. 357

is large but less than the focal length of each half, the beam of parallel
rays will be transformed into a beam of converging rays.

When the distance between the lenses is larger than. the focal length
of each, the parallel-beam, will be converted by the system into
~ diverging beam,
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ween classical and modern physics and endeavours to present all material so as to
develop quantum mechanical concepts.
The textbook is intended for secondary schools and as a teaching aid for physics
teachers in general and technical secondary schools. Will be found useful by cor­
respondence students studying 'A' level and first year physics.

VolulDe I

Contents. Motion and Forges. Conservation Laws. Molecular-Kinetic Theory of
Gases. Molecular Forges and States of Aggregation of Matter. Electrodynamics.
Index.

Volume D

Contents. Vibrations and Waves. Basic Quantum Physics of Atoms, Molecules
and Solids. The Basic Physics of the Nucleus and Elementary Particles. Index.



HANDBOOK OF PHYSICS

B. Yavorsky, D. Sc. and A. Detlaf. Cand. Sc.

A companion volume to Vygodsky's Handbook 0/Higher Mathematics, designed
for use by engineers, technicians, research workers. students. and teachers. of
physics. Includes definitions of basic physical concepts, brief formulations of
physical laws, concise descriptions of phenomena, tables of physical quantities in
various systems of units. universal physical constants, etc.
This is a third English edition. •
Contents. Physical Basis of Classical Mechanics. Fundamentals of Ther­
modynamics and Molecular Physics. Fundamentals of Fluid Mechanics. Electrici..
tyand Magnetism. Wave Phenomena. Atomic and Nuclear Physics.






